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The SKF Bearing Life Cycle 
 

 
 

Help your bearing achieve its maximum service life 
 

Every bearing has a certain service life potential. However, research has shown that, for 

various reasons, not every bearing achieves it. Important stages which have a major impact 

on a bearing service life can be recognised during the bearingôs lifecycle. These stages are 

mounting, lubrication, alignment, basic condition monitoring and dismounting. 

The stages in a bearing life cycle are extremely important for achieving the maximum service 

life of the bearing. By applying the right maintenance practices and using the correct tools, 

you can considerably extend your bearingôs service life and increase plant productivity and 

efficiency. 
 
 
 

 

Mounting 
 

Includes mechanical fitting tools, 

induction heaters and hydraulic 

equipment 
 
 

Mounting is one of the critical stages of the bearingôs lifecycle. If the 

bearing is not mounted properly using the correct method and tools, the 

bearingôs service lifetime will be reduced. Individual applications may 

require mechanical, heat or hydraulic mounting methods for correct 

and efficient bearing mounting. Selecting the correct mounting 

technique for your application will help you extend your bearingôs 

service life and reduce costs resulting from premature bearing failure,   

as well as potential damage to the application. 

Lubrication 
 

Includes bearing greases, manual and 

automatic lubricators and lubrication 

accessories 
 
 

Correct bearing lubrication is an essential step in reaching the bearingôs 

service lifetime. It is important to select grease suitable for the bearingôs 

application, and to apply the correct quantity before commissioning the 

bearing. During operation, the bearing will require periodic relubrication. 

The right quantity of the right grease applied at the right intervals is 

essential to achieving optimum bearing performance and maximum 

service life. Using manual relubrication methods is common practice; 

however, continuous relubrication offers many advantages. Continuous 

relubrication can be performed by using automatic lubricators, which 

provide a more consistent, correct and contamination-free grease supply. 

 
 
 
 

Alignment 
 

Includes shaft and belt alignment tools 

and machinery shims 

Basic condition monitoring 
 

Includes temperature, sound, visual 

inspection, speed, electrical discharge 

and vibration measuring instruments 
 

 

After the bearing has been mounted in an application such as a motor 

connected to a pump, the application should be aligned. If the application 

is not properly aligned, the misalignment can cause the bearing to suffer 

additional load, friction and vibration. These can accelerate fatigue and 

reduce the bearingôs, as well as other machine components, service life. 

Furthermore, increased vibration and friction can significantly increase 

energy consumption and the risk of premature failures. 

During operation, it is important to regularly inspect the condition of 

the bearing by performing basic condition monitoring measurements. 

These regular inspections will allow the detection of potential problems 

and help to prevent unexpected machine stops. Consequently, the 

machine maintenance can be planned to suit the production schedule, 

increasing the plantôs productivity and efficiency. 
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Dismounting 
 

Includes pullers, both mechanical and 

hydraulic, induction heaters and 

hydraulic equipment 
 

 

At some point, the bearing will reach the end of its service life and will 

have to be replaced. Although the bearing may not be used again, it is 

extremely important to dismount it correctly so that the service life of the 

replacement bearing is not compromised. Firstly, the use of proper 

dismounting methods tools will help prevent damage to other machine 

components, such as the shaft and housing, which are often re-used. 

Secondly, incorrect dismounting techniques can be hazardous to 

maintenance personnel. 

 

 
Inside this catalogue, you will find SKFôs complete range of 

maintenance products which can help you get the maximum 

service life from your bearings. For more information about 

SKF maintenance products or to order any of these products, 

please contact your local SKF authorised distributor or SKF sales 

company. On the Internet, SKF can be found at www.skf.com. 

SKF Maintenance Products can be found at www.mapro.skf.com. 

http://www.skf.com/
http://www.mapro.skf.com/


 

 

 

The importance of maintenance and lubrication 
 
 
 

The importance of maintenance and lubrication on the total cost of ownership is often underestimated 
 

 
 
 
 
 

Total operation 
 
 

 
Machine 

 
 

 
Bearing/component 

 

 
 
 

Maintenance and 
lubrication 
practices 

Å Total cost of ownership 

Å Production result 

Å Worker safety 

 
Å Energy consumption 

Å Machine downtime 

Å Product spoilage 

 
Å Premature wear 

Å Spare and repair cost 

Å Hand labour 

 
Å Bearing mounting and dismounting 

Å Alignment 

Å Basic condition monitoring 

Å Lubricants and lubrication tools 

Å Training 
 

 

Impact 
 
 

Focusing on the right maintenance and lubrication practices, 

with proper equipment and training, helps increase reliability, 

reduce operating costs and improve worker safety 
 

 
 

Thanks to SKFôs unique knowledge of machinery operation and 

maintenance, we understand the issues that operators and maintenance 

personnel have to deal with every day. 

 
With a focus on the bearing life cycle and machine operations, we develop 

and maintain a comprehensive product range to support you. Safety, ease 

of use, affordability and effectiveness are key product characteristics and 

drivers of our daily activities. 

Continuous development and improvement of our products is made in 

cooperation with users and naturally we take account of regulatory bodies 

and applicable international standards to improve reliable rotating 

equipment performance and safety. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TMMA 75H SKF SYSTEM 24 
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Main causes of premature bearing failures 
 

 
 

 
 

16% 

Poor fitting 
 

Around 16% of all premature bearing failures are caused by poor fitting 

(usually brute force...) and maintenance personnel being unaware of the 

availability of the correct fitting tools. Individual installations may require 

mechanical, hydraulic or heat application methods for correct and efficient 

mounting or dismounting. SKF offers a complete range of tools and equipment to make these 

tasks easier, quicker and more cost effective, backed up by a wealth of service engineering know- 

how. Professional fitting, using specialised tools and techniques, is another positive step towards 

achieving maximum machine uptime. 

 
 
 
 

 

36% 
Poor lubrication 

 
Although ósealed-for-lifeô bearings can be fitted and forgotten, some 36% 

of premature bearing failures are caused by incorrect specification and 

inadequate application of the lubricant. Inevitably, any bearing deprived 

of proper lubrication will fail long before its normal service life. Because bearings are usually  

the least accessible components of machinery, neglected lubrication frequently compounds the 

problem. Wherever manual maintenance is not feasible, fully automatic lubrication systems can 

be specified by SKF for optimum lubrication. Effective lubrication and using only recommended 

SKF greases, tools and techniques helps to significantly reduce downtime. 
 

 
 
 

 
 

14% 

Contamination 
 

A bearing is a precision component that will not operate efficiently unless 

both the bearing and its lubricants are isolated from contamination. And, 

since sealed-for-life bearings in ready-greased variants account for only a 

small proportion of all bearings in use, at least 14% of all premature bearing 

failures are attributed to contamination problems. SKF has an unrivalled bearing manufacturing 

and design capability and can tailor sealing solutions for the most arduous operating 

environments. 

 
 
 
 
 

 
 

34% 

Fatigue 
 

Whenever machines are overloaded, incorrectly serviced or neglected, 

bearings suffer from the consequences, resulting in 34% of all premature 

bearing failures. Sudden or unexpected failure can be avoided, since 

neglected or overstressed bearings emit óearly warningô signals which can be 

detected and interpreted using SKF condition monitoring equipment. The SKF range includes 

hand-held instruments, hard-wired systems and data management software for periodic or 

continuous monitoring of key operating parameters. 



 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Poor bearing 

mounting techniques 

can significantly 

reduce the bearing 

service life. 



ĭĶŇļńĪȮĬňőŀȮŐĭĶŇŗĚȮĞńııĸŅĵȮěņĔńħ 
1192/3 ĞŀĵȮĺĝŇĶīĶĶĴĽŅīŇĨȮ35ȮŐĝĺĚĭŅĚěŅĔȮŏĕĨıĶŃőĕĬĚȮĔĪĴ,Ȯ/.04. 
őĪĶ,Ȯ.0Ȯ/63Ȯ22223ȮI Line: @neobearing I www.neobearingsupply.com 

 

Mounting and dismounting 
 
 

 

Mechanical tools  10 

Heating tools  40 

Hydraulic tools  56 
Dismounting Buy a bearing 

Basic 

condition 

monitoring 

 
 
 
 
 

Mounting 

 
 
 

 

Alignment Lubrication 
 
 
 
 
 
 
 

Mechanica l tools  

Bearing fitting tool kit TMFT 36 
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SKF methods and tools 
 

 
 

Mounting 
 

Around 16% of all premature bearing failures are a result of poor fitting or 

using incorrect mounting techniques. Selecting the correct mounting 

technique for your application will help you extend your bearingôs service 

life and reduce costs resulting from premature bearing failure, as well as 

potential damage to the application. 

 
 

Mounting  bearings  in  a cold  condition  

Small and medium size bearings are generally cold mounted. Traditionally, 

the bearing is mounted using a hammer and a length of old pipe. SKFôs 

fitting tool helps prevent bearing damage by applying the forces to the 

bearing ring with the interference fit. 

 
Mountin g bearing s usin g heat 

Oil baths are often used for heating bearings prior to mounting. 

However, this method can contaminate the bearing, resulting in premature 

bearing failure. Today, induction heating is the most common technique for 

heating bearings since it allows a high degree of controllability, efficiency 

and safety. 

 
Mounting  bearings  using  hyd raulic  techni ques  

SKF has pioneered the use of hydraulic techniques, such as the SKF Oil 

Injection Method and the SKF Drive-up Method, for mounting bearings. 

These techniques have helped to simplify bearing arrangements and 

facilitate correct and easy mounting. 

Dismounting 
 

When dismounting bearings, care must be taken not to damage other 

machine components, such as the shaft or housing, as damage can 

compromise the machineôs efficiency and lifetime. Individual applications 

may require mechanical, heat or hydraulic dismounting methods and tools 

to allow safe, correct and efficient bearing dismounting. 

 
 

Mechanica l dismo unting  

Choosing the right puller for the job is critical. The puller type, and its 

maximum withdrawal capacity are crucial for completing any dismounting 

job safely and easily. Whenever possible, apply the withdrawal force to the 

ring with the interference fit. SKF offers a complete range of easy-to-use 

mechanical, hydraulic and hydraulically-assisted bearing pullers for use in 

many bearing applications. 

 
Dismo untin g usin g heat 

The inner rings of cylindrical roller bearings generally have a tight 

interference fit, which requires high forces to dismount. Using heating 

equipment facilitates easy and quick dismounting while reducing the risk of 

damage to the ring and shaft. SKF offers a range of heating equipment for 

dismounting cylindrical roller bearing inner rings. 

 
Dismo unting  bearings  using  hyd raulic  techni ques  

The SKF hydraulic techniques are often the preferred method for dismounting 

larger bearings as well as other components. These techniques, which employ 

hydraulic pumps, nuts and oil injectors, allow the application of substantial 

forces to dismount bearings or other components. 
 

 
 
 
 
 
 
 
 
 
 

 
 

Online  mounting  and dismo unting  ins tructions  

At skf.com/mount, SKF offers a unique web-based, free of charge 

information service for the mounting and dismounting of SKF bearings 

and bearing housings. This service provides step-by-step instructions for 

mounting and dismounting. The system also provides information on 

proper tools and lubricants. With this free internet service, SKFôs 

expertise is at your fingertips around the clock worldwide. 

 

 
 
 

 

 
 



 

 

 

 

Shaft seatings Mounting tools Dismounting tools 
 

 
 

Mechanical Hydraulic Heat Mechanical Hydraulic Heat 
 

Cylin drica l seating  
 

Small 

bearings 1)
 

 
Medium 

bearings 1) 

 
Large 

bearings 
 

 
 

Tapered seating  
 

Small 

bearings 

 
Medium 

bearings 

 
Large 

bearings 
 

 
 

Sleeve  Small 

bearings 

 
Medium 

bearings 

 
Large 

bearings 

 

 
Housing  Small 

bearings 

 
Medium 

bearings 

 
Large 

bearings 

 

 
Small bearings: bore diameter <55 mm (2.2 in.) / Medium bearings: bore diameter 55ï200 mm (2.2-7.9 in.)/ Large bearings: bore diameter >200 mm (>7.9 in.) 

1) Only suitable for cylindrical bearings. 

 
 
 
 

 

Fitting tool 
 

Spanner 
 

External 
 

Internal and 
 

Hot plate, 
 

Aluminium 
 

EAZ heater 
 

Oil injection 
 

Drive-up 

 

Hydraulic nut 
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Mechanical tools 

 

 

 

 

Helps prevent premature bearing failures 
 

Bearing fitting tool kit TMFT 36 
 

Poor fitting, usually using brute force, accounts for 16% of premature bearing failures. 

The SKF Bearing Fitting Tool Kit is designed for quick and precise mounting of bearings, while 

minimising the risk of bearing damage. The right combination of impact ring and sleeve allows 

effective transmission of mounting force to the bearing ring with the interference fit, minimising the 

risk of damaging the bearingôs raceways or rolling elements. 

In addition to mounting bearings, the TMFT 36 is also suitable for mounting other components  

such as bushings, seals and pulleys. The kit contains 36 impact rings, 3 impact sleeves and a dead- 

blow hammer packed in a lightweight carrying case. 

 
 

Å The TMFT 36 facilitates the mounting of a 

wide range of bearings with bore diameters 

from 10ï55 mm 

Å Facilitates correct mounting on shaft, housing 

and blind applications 

Å The diameter of the impact ring precisely fits 

the inner and outer diameter of the bearing 

Å Small diameter of the impact area on top of 

the sleeve allows effective transmission and 

distribution of mounting force 

Å Impact rings and sleeves are made of high 

impact resistant material for longevity 

Å Click connection between impact ring and 

sleeve provides stability and durability 

Å The impact rings are suitable for use 

under a press 

Å Impact rings are marked for clear visual 

identification of the ringôs size and easy 

selection 

Å Even surface of the impact sleeveôs body 

provides excellent grip 

Å The nylon double-side head of the dead-blow 

hammer helps to prevent damaging 

the components 

Å The ergonomic handgrip of the dead-blow 

hammer provides excellent grip 

 
 
 
 
 
 
 
 
 
 
 

 
Technica l data  

Designation TMFT 36 

Impact rings 

Bore diameter 

Outer diameter 

Sleeves 

10ï55 mm (0.39ï2.17 in.) 

26ï120 mm (1.02ï4.72 in.) 

Maximum shaft length Sleeve A: 220 mm (8.7 in.) 

Sleeve B: 220 mm (8.7 in.) 

Sleeve C: 225 mm (8.9 in.) 

Hammer TMFT 36-H, weight 0,9 kg (2.0 lb) 

Carrying case dimensions 530 × 110 × 360 mm (20.9 × 4.3 × 14.2 in.) 

Number of rings 36 

Number of sleeves 3 

Weight 

(including carrying case) 4,4 kg (9.7 lb) 



 

 

 

TMFT 36 is sui table for  SKF bearing  series  
 
 
 
 

DGBB DGBB (sealed) SABB SRACBB DRACBB SRB CRB TRB  CARB 

6000 ï 6011 62200 ï 62211 1200 ï 1211 7000 ï 7011 3200 ï 3211 21305 ï 21311 N 1005 ï N 1011 30203 ï 30211  C 2205 ï C 2211 

6200 ï 6211 62300 ï 62311 129 7200 ï 7211 3302 ï 3311 22205/20 N 202 ï N 211 30302 ï 30311  C 4010 

6300 ï 6311 63000 ï 63010 1301 ï 1311 7301 ï 7311  22205 ï 22211 N 2203 ï N 2211 31305 ï 31311  C 6006 

6403 ï 6409  2200 ï 2211   22308 ï 22311 N 2304 ï N 2311 32004 ï 32011   
629  2301 ï 2311    N 3004 ï N 3011 32205 ï 32211   
62/22  11207 ï 11210    N 303 ï N 311 32303 ï 32311   
62/28       33010 ï 33011   
63/22       33205 ï 33211   
63/28          
16002 ï 16011          
16100 ï 16101          
98203 ï 98206          

 
 

 
Interference fits on cylindrical shafts 

 
 

Most bearings are fitted to their shaft or housing with one component 

having an interference fit. For determining the correct fit, refer to the 

SKF General Catalogue, the SKF Maintenance Handbook or consult an 

SKF application engineer. 

 
 
 

Shaft interference fit Housing interference fit 
 

Incor rect  mounting  

When bearings are mounted cold, care must be taken to ensure 

the drive-up forces are applied to the ring with the interference fit. 

Damage to the bearing resulting in a failure can occur if the mounting 

force is transmitted through the rolling elements causing damage 

to the raceways. 

 
 

Uneven distribution of forces can result in raceway damage 

 
 

Cor rect  mounting  

The correct way to minimise raceway damage is to use specifically 

designed tools from SKF, such as the Bearing fitting tool kits and Combi 

kits. These tools allow drive-up forces to be applied effectively and evenly 

to the component with the interference fit, avoiding 

raceway damage. 

 

With the correct tools, raceway damage is avoided 



Mechanical tools 

 

 

 

 
 

Interference fits on tapered seatings 
 

Bearings mounted on tapered seatings achieve their interference fit by being driven up the tapered 

seating. Care should be taken to ensure the bearing is not driven up too far, as all the internal 

clearance may be removed and damage to the bearing is possible. 

 
 

 
Incor rect  mounting  

Bearing driven up too far and all clearance removed; 

damage possible. 

 

 
 
 
 
 

Cor rect  mounting  

Bearing driven up the correct distance and the right 

clearance is achieved. 

 
 
 
 
 

Spanners and sockets 
 

The comprehensive range of SKF spanner and sockets are used to tighten and 

loosen many types and sizes of bearing lock nuts, for bearings mounted directly 

on a shaft or on sleeves. Depending on application and bearing size, SKF 

spanners and sockets can be used to drive a bearing up a tapered seating. 
 
 

Exact spanner radius reduces the risk of nut damage 
 

Hook spanners HN series 
 

Å Minimises the risk of shaft and nut damage 

Å Plastic handle is oil, grease and dirt resistant to provide a better grip 

Å The plastic handle minimises direct metal to skin contact, reducing the risk of corrosion 

in the handle area 

Å Spanner designation is laser-engraved allowing for easy identification and selection 

Å Available as a set: SKF HN 4-16/SET containing 9 spanners for lock nut sizes 4 up to 16 

Å Supplied in a sturdy carrying case 
 

 
 
 
 

Contents  SKF HN 4-16/SET 
 

HN 4 HN 8-9 HN 14 

HN 5-6 HN 10-11 HN 15 

HN 7 HN 12-13 HN 16 



 

 

 

 

Selection  chart ï HN series  

Designation Suitable for the following series of SKF lock nuts 

 KM N AN KMK KMFE KMT DIN 1804 (M) 

HN 0 0 0  0   M6×0,75, M8×1 

HN 1 1 1  1    
HN 2-3 2, 3 2, 3  2, 3  0 M10×1, M12×1,5 

HN 4 4 4  4 4 1, 2 M14×1,5, M16×1,5 

HN 5-6 5, 6 5, 6  5, 6 5, 6 3, 4, 5 M22×1,5, M24×1,5, M26×1,5 

HN 7 7 7  7 7 6, 7 M28×1,5, M30×1,5, M32×1,5, M35×1,5 

HN 8-9 8, 9 8, 9  8, 9 8, 9 8 M38×1,5, M40×1,5, M42×1,5 

HN 10-11 10, 11 10, 11  10, 11 10, 11 9, 10 M45×1,5, M48×1,5, M50×1,5 

HN 12-13 12, 13 12, 13  12, 13 12, 13 11, 12 M52×1,5, M55×1,5, M58×1,5, M60×1,5 

HN 14 14 14  14 14   
HN 15 15  15 15 15 13, 14 M62×1,5, M65×1,5, M68×1,5, M70×1,5 

HN 16 16  16 16 16 15  
HN 17 17  17 17 17 16 M72×1,5, M75×1,5, M80×2 

HN 18-20 18, 19, 20  18, 19, 20 18, 19, 20 18, 19, 20 17, 18, 19 M85×2, M90×2 

HN 21-22 21, 22 022, 024 21, 22  22 20, 22, 24 M95×2, M100×2 

 
 

Technica l data ï HN series  

Designation Spanner design 

DIN 1810 

Outer diameter lock nut Designation Spanner design 

DIN 1810 

Outer diameter lock nut 

 mm mm in.  mm mm in. 

HN 0  16ï20 0.6ï0.8 HN 12-13 Ø80ïØ90 80ï90 3.1ï3.5 

HN 1 Ø20ïØ22 20ï22 0.8ï0.9 HN 14  92 3.6 

HN 2-3 Ø25ïØ28 25ï28 1.0ï1.1 HN 15 Ø95ïØ100 95ï100 3.7ï3.9 

HN 4 Ø30ïØ32 30ï32 1.2ï1.3 HN 16  105 4.1 

HN 5-6  38ï45 1.5ï1.8 HN 17 Ø110ïØ115 110ï115 4.3ï4.5 

HN 7 Ø52ïØ55 52ï55 2.0ï2.2 HN 18-20 Ø120ïØ130 120ï130 4.7ï5.1 

HN 8-9  58ï65 2.3ï2.6 HN 21-22 Ø135ïØ145 135ï145 5.3ï5.7 

HN 10-11 Ø68ïØ75 68ï75 2.7ï3.0     

 
 

 

Four sizes for tightening or loosening up to 24 nut sizes 
 

Adjustable hook spanners HNA series 
 

Å One hook spanner covers several nut sizes, making it suitable for use 

with many applications 

Å Economic solution: 4 hook spanners cover a wide range of nut sizes 

Å Laser engraved designation, which represents the range of nut sizes 

covered by each spanner, allows easy selection of the correct spanner 

Å Versatile: suitable for a wide selection of lock nuts 

Å Minimises the risk of shaft and nut damage 

 
 

Selection  chart and techni cal data ï HNA series  

Designation Outer diameter lock nut Suitable for the following series of SKF lock nuts 

 mm in. KM KML N AN KMK KMFE KMT 

HNA 1-4 20ï35 0.8ï1.4 1ï4  1ï4  0ï4 4 0ï2 

HNA 5-8 35ï60 1.4ï2.4 5ï8  4ï8  5ï8 5ï8 3ï7 

HNA 9-13 60ï90 2.4ï3.5 9ï13  9ï13  9ï13 9ï13 8ï12 

HNA 14-24 90ï150 3.5ï6.1 14ï24 24ï26 14, 022, 024 15ï24 14ï20 14ï24 13ï24 



Mechanical tools 
 

 

 

Easy and quick bearing mounting and dismounting in SNL housings 
 

Hook spanners for SKF housings 
 

Å Unique design allows the HN /SNL series to be used inside SKF SNL, FSNL, SNH , 

SE and other SKF bearing housings 

Å Suitable for tightening and loosening KM, KML, N, AN, KMK, KMFE and 

KMT lock nuts, facilitating the use in a wide range of housing and shaft applications 

Å The large contact area of the spanner around the nut provides excellent grip 

Å Exact fit reduces the risk of shaft, nut and housing damage 

Å Designation is laser-engraved on the handle allowing easy identification and selection 

Å Easy storage with a hole in the handle for hanging up 
 

 
 
 
 

 
 
 

Selection  chart and techni cal data 

Designation Outer diameter lock 

nut 

 

 
Suitable for SKF housings Suitable for the following series of SKF lock nuts 

 

 mm in. SNL / FSNL / SNH / SE KM KML N1) AN1) KMK1)
 KMFE KMT1)

 

HN 5/SNL 38 1.50 505, 506ï605 5  5  5 5 3, 4 

HN 6/SNL 45 1.77 506ï605, 507ï606 6  6  6 6 5 

HN 7/SNL 52 2.05 507ï606, 508ï607 7  7  7 7 6, 7 

HN 8/SNL 58 2.28 508ï607, 510ï608 8  8  8 8  
HN 9/SNL 65 2.56 509, 511ï609 9  9  9 9 8 

HN 10/SNL 70 2.76 510ï608, 512ï610 10  10  10 10 9 

HN 11/SNL 75 2.95 511ï609, 513ï611 11  11  11 11 10 

HN 12/SNL 80 3.15 512ï610, 515ï612 12  12  12 12  
HN 13/SNL 85 3.35 513ï611, 516ï613 13  13  13 13 11, 12 

HN 15/SNL 98 3.86 515ï612, 518ï615 15   15 15 15 13, 14 

HN 16/SNL 105 4.13 516ï613, 519ï616 16   16 16 16 15 

HN 17/SNL 110 4.33 517, 520ï617 17   17 17 17 16 

HN 18/SNL 120 4.72 518ï615 18   18 18 18 17 

HN 19/SNL 125 4.92 519ï616, 522ï619 19   19 19 19 18 

HN 20/SNL 130 5.12 520ï617, 524ï620 20  022 20, 21 20 20 19, 20 

HN 22/SNL 145 5.71 522ï619 22 24 024 22  22 22 

HN 24/SNL 155 6.10 524ï620 24, 25 26 026 24  24 24 

HN 26/SNL 165 6.50 526 26, 27 28 028 26  26 26, 28 

HN 28/SNL 180 7.09 528 28, 29 30, 32 030 28  28 30 

HN 30/SNL 195 7.68 530 30, 31 34 034 30  30 32, 34 

HN 32/SNL 210 8.27 532 32, 33 36, 38 036   32 36 

1) Not recommended for use in combination with SNL/SNH housing 

 

 



 

 

1) KM 0 only  

  

 

 

Easy mounting and dismounting without nut damage 
 

Axial lock nut sockets TMFS series 
 

Å Requires less space around the bearing arrangement than hook spanners 

Å Inch connections for power tools or torque wrenches 

Å SKF TMFS fits nuts of series KM, KMK (metric) and KMF 

 
 
 
 
 
 
 
 
 
 

 
 

 
 
 

Selectio n chart and technic al data  

Designation Suitable for the following 

series of SKF lock nuts 

 

 
Dimensions 

 

KM, KMK KMFE Outer diameter 
lock nut 

Outer diameter 
socket 

Effective height Drive 
connection 

   mm in. mm in. mm in. in. 

TMFS 0 0 1)  18 0.7 22,0 0.9 45 1.8 3/8 

TMFS 1 1 1)  22 0.9 28,0 1.1 45 1.8 3/8 

TMFS 2 2  25 1.0 33,0 1.3 61 2.4 1/2 

TMFS 3 3  28 1.1 36,0 1.4 61 2.4 1/2 

TMFS 4 4 4 32 1.3 38,0 1.5 58 2.3 1/2 

TMFS 5 5 5 38 1.5 46,0 1.8 58 2.3 1/2 

TMFS 6 6 6 45 1.8 53,0 2.1 58 2.3 1/2 

TMFS 7 7 7 52 2.0 60,0 2.4 58 2.3 1/2 

TMFS 8 8 8 58 2.3 68,0 2.7 58 2.3 1/2 

TMFS 9 9 9 65 2.6 73,5 2.9 63 2.5 3/4 

TMFS 10 10 10 70 2.8 78,5 3.1 63 2.5 3/4 

TMFS 11 11 11 75 3.0 83,5 3.3 63 2.5 3/4 

TMFS 12 12 12 80 3.1 88,5 3.5 63 2.5 3/4 

TMFS 13 13 13 85 3.3 94,0 3.7 63 2.5 3/4 

TMFS 14 14 14 92 3.6 103,0 4.1 80 3.2 1 

TMFS 15 15 15 98 3.9 109,0 4.3 80 3.2 1 

TMFS 16 16 16 105 4.1 116,0 4.6 80 3.2 1 

TMFS 17 17 17 110 4.3 121,0 4.8 80 3.2 1 

TMFS 18 18 18 120 4.7 131,0 5.2 80 3.2 1 

TMFS 19 19 19 125 4.9 137,0 5.5 80 3.2 1 

TMFS 20 20 20 130 5.1 143,0 5.7 80 3.2 1 
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High impact forces without nut damage 
 

Impact spanners TMFN series 
 

Å Designed for safely tightening and loosening a wide selection of larger lock nuts 

Å Not intended to be used to drive bearings up a tapered seating 

Å Helps avoid shaft and nut damage 

Å Safe and user friendly 

Å Impact applied effectively to the nut 

Å Special wide impact face 

Å To be used in combination with a hammer 
 

 
 
 
 
 

Suitable  for  the foll owing  series  of  SKF lock  nuts  

Designation KMT .. KM .. KML .. KMFE .. HM .. (HM .. E)   HM .. T AN .. N ..  DIN 1804 (M) 

TMFN 23-30 24 ï 30 23 ï 31 26 ï 32 24 ï 28     AN22 ïAN28 N022 ï N032  M105x2 ï M130x3 

TMFN 30-40 32 ï 40 32 ï 40 34 ï 40 30 ï 38     AN30 ïAN38 N034 ï N040  M140x3 ï M180x3 

TMFN 40-52    40 3044 ï 3052   42 ï 48 AN40 N044 ï N052 N44 M190x3, M200x3 

TMFN 52-64     3056 ï 3064 3160  50, 52, 56  N056 ï N064   
TMFN 64-80     3068 ï 3084 3164 ï 3176    N068 ï N084   
TMFN 80-500     3088 ï 3096 3180 ï 3196 30/500   N088 ï N096 N500  
TMFN 500-600     30/530 ï 30/630 31/500 ï 31/560    N530 ï N630   
TMFN 600-750     30/670 ï 30/800 31/600 ï 31/750    N670 ï N800   

 

 
 

Suitabl e for  the follo win g serie s of SKF adapter sleeves  

Designation H 23.. H 30.. H 31.. H32 H39 

TMFN 23-30 H2324 ï H2332L H3024E ï H3032 H3124 ï H3130L  H3926 ï H3932 

TMFN 30-40 H2332 ï H2340 H3030E, H3034 ï H3040 H3132 ï H3140L  H3934 ï H3940 

TMFN 40-52 OH2344H,  OH2348H OH3044H ï OH3052H H3144H(HTL) ï H3152HTL  H3944H ï H3952H 

TMFN 52-64 OH2352H,  OH2356H OH3056H ï OH3064H OH3152H ï OH3160H OH3260H OH3956H ï OH3964H 

TMFN 64-80  OH3068 H ï OH3084H OH3164H ï OH3176H(E) OH3264H ï OH3276 H OH3968H ï OH3984H(E) 

TMFN 80-500  OH30/500H, 

OH3080H ï OH3096H 

OH3180H(E) ï OH3196H(E) OH3280H ï OH3296 H OH39/500H(E), 

OH3988H ï OH3996H(E) 

TMFN 500-600  OH30/530H ï OH30/630H OH31/530H ï OH31/560H(E) OH32/500H ï OH32/560H OH39/530H(E) ï OH39/630H(E) 

TMFN 600-750  OH30/670H ï OH30/800H(E) OH31/600H ï OH31/750H(E) OH32/600H ï OH32/750H OH39/670H(E) ï OH39/800H(E) 

 

 
Technica l data  

Designation 

 
d 

  
f 

  
h 

   

 mm in. mm in. mm in.  
TMFN 23-30 148 5.83 11,5 0.45 4,4 0.17  
TMFN 30-40 193 7.60 13,5 0.53 5,3 0.21  
TMFN 40-52 248 9.76 16 0.63 6,5 0.26  
TMFN 52-64 316 12.44 19 0.75 8,5 0.33  
TMFN 64-80 396 15.59 23 0.91 11 0.43  
TMFN 80-500 516 20.31 28 1.10 13 0.51  

       
h 

TMFN 500-600 626 24.65 36 1.42 16 0.63  
        

f 
TMFN 600-750 746 29.37 40 1.57 19 0.75   

        
dɲ 



 

 

 

 

For achieving the correct radial clearance 
 

Bearing lock nut spanner TMHN 7 series 
 

The SKF TMHN 7 set of lock nut spanners is especially designed for mounting self-aligning ball 

bearings as well as small spherical roller and CARB toroidal roller bearings on tapered seatings. 

Using the SKF TMHN 7, minimises the risk of over-tightening of the lock nut, which can remove 

the bearingôs radial clearance resulting in bearing damage. 

 
Å 7 different-sized spanners to fit nut sizes 5 to 11 

Å Each spanner is equipped with a protractor and is clearly marked with the correct 

tightening angle for mounting SKF Self aligning ball bearings 

Å 4 grip points on each spanner provide a better and safer grip on the nut 

Å Reduced risk of damaging bearing by over-tightening 

Å Suitable for use with lock nuts of the KM series either on shaft or in SNL housings 

Å Supplied in a carrying case 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TMHN 7 is suitabl e for  use with : Technica l data  

Bearing designation 

1205 EKï1211 EK 

1306 EKï1311 EK 

2205 EKï2211 EK 

2306 K 

2307 EKï2309 EK 

2310 Kï2311 K 

Designation TMHN 7 

Carrying case dimensions 345 × 255 × 85 mm 

(13.6 × 10.0 × 3.3 in.) 

Weight 2,2 kg (4.7 lb) 

 
 
 
 
 
 
 
 

STOP 
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Multi-purpose kits for quick and easy mounting and dismounting 
 

Combi kit TMMK series 
 

The SKF TMMK series designed for the quick and precise mounting and dismounting of deep 

groove ball bearings from shafts, housings and blind housings. The TMMK 10-35 suits bearings 

with bore diameters from 10 to 35 mm, whereas the TMMK 20-50 suits bearings with bore 

diameters from 20 to 50 mm. 

 
Multi-purpose fitting tools enable the mounting of a wide range of bearings and associated items. 

SKF deep groove ball bearings can be easily removed from blind housings and shafts, using a unique 

three-armed puller with a sliding hammer. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Mounting 

TMMK 10-35 

 
 
 
 
 
 
 
 
 
 
 
 

 
TMMK 20-50 

Å The correct combination of impact ring and 

sleeve helps ensure that mounting forces are 

not transmitted via the rolling elements of the 

bearing, minimizing damage to bearing due  

to incorrect mounting 

Å The impact rings are made of high-impact 

modified polyamide. The impact sleeves are 

made of glass fibre-reinforced, high-impact 

modified polyamide, which is super-tough, 

strong and lightweight 

Å The dead-blow hammer has nylon faces and 

is steel-shot loaded for maximum impact. 

The handle, with comfortable rubber-grip for 

good handling, absorbs shock and vibration 

Å The claws are especially designed to facilitate 

a precise fit in the bearingôs raceways, 

providing good grip and allowing the 

application of higher dismounting forces 

Å The designation is laser-engraved on the 

arms allowing easy identification and 

selection 

Å The springs are colour-coded allowing easy 

selection and matching 

Å Elastic locking ring results in easy connection 

of puller arms to spindle 

Å Heavy sliding weight of the sliding hammer 

generates a high dismounting force 

Å Heavy sliding weight of the sliding hammer 

generates a high dismounting force 

 
 
 
 
 
 
 
 
 
 

Dismounting 

Technica l data  

Designation TMMK 10-35 TMMK 20-50   

Number of impact rings 24  21 

Number of sleeves 2 2 

Impact rings bore diameter 10ï35 mm 

(0.39ï1.38 in.) 

Impact rings outer diameter 26ï80 mm 

(1.02ï3.15 in.) 

20ï50 mm 

(0.79ï1.97 in.) 

42ï110 mm 

ï4.33 in.) 

Dead-blow hammer TMFT 36-H TMFT 36-H 

Dimensions of case 530 × 110 × 360 mm 

(20.9 × 4.3 × 14.2 in.) 

530 × 110 × 360 mm 

(20.9 × 4.3 × 14.2 in.) 

Dismounting Weight 7,6 kg (16.8 lb) 8,5 kg (18.6 lb) 



 

 

 

 

Mounting 
 

TMMK 10-35 is suitable for SKF bearing series 

 

 
DGBB DGBB (sealed) SABB SRACBB DRACBB SRB CRB TRB CARB 

 
6000 ï 6007 62200 ï 62207 1200 ï 1207 7000 ï 7007 3200 ï 3207 21305 ï 21307 N 1005 ï N 1007     30203 ï 30207 C 2205 ï C 2207 

6200 ï 6207 62300 ï 62307 129 7200 ï 7207 3302 ï 3307 22205/20 N 202 ï N 207 30302 ï 30307 C 6006 

6300 ï 6307 63000 ï 63007 1301 ï 1307 7301 ï 7307 22205 ï 22207 N 2203 ï N 2207     31305 ï 31307 

6403 ï 6407 2200 ï 2207 N 2304 ï N 2307     32004 ï 32007 

629 2301 ï 2307 N 3004 ï N 3007     32205 ï 32207 

62/22 11207 N 303 ï N 307 32303 ï 32307 

62/28 33205 ï 33207 

63/22 

63/28 

16002 ï 16007 

16100 ï 16101 

98203 ï 98206 

 
 
 

TMMK 20-50 is suitable for SKF bearing series 

 

 
DGBB DGBB (sealed) SABB SRACBB DRACBB SRB CRB TRB CARB 

 
6004 ï 6010 62204 ï 62210 1204 ï 12010 7004 ï 7010 3204 ï 3210 21305 ï 21310 N 1005 ï N 1010     30204 ï 30210 C 2205 ï C 2210 

6204 ï 6210 62304 ï 62310 1304 ï 1310 7204 ï 7210 3304 ï 3210 22205/20 N 204 ï N 210 30304 ï 30310 C 4010 

6304 ï 6310 63004 ï 63010 2204 ï 2210 7304 ï 7310 22205 ï 22210 N 2204 ï N 2210    31305 ï 31310 C 6006 

6404 ï 6409 2304 ï 2310 22308 ï 22310 N 2304 ï N 2310     32004 ï 32010 

62/22 11207 ï 11210 N 304 ï N 310 32205 ï 32210 

62/28 32304 ï 32310 

63/22 33010 

63/28 33205 ï 33210 

16004 ï 16011 

98204 ï 98206 
 

 
 

Dismounting 
 

TMMK 10-35 is suitable for SKF bearing series 

 

 
DGBB 

 
6000 ï 6017 6300 ï 6307 16002 ï 16003 

6200 ï 6211 63/22 16011 

62/22 63/28 

62/28 6403 
 

 
 

TMMK 20-50 is suitable for SKF bearing series 

 

 
DGBB 

 
6004 ï 6020 6300 ï 6313 16011 

6201 ï 6218 63/22 

62/22 63/28 

62/28 6403 ï 6310 

 

 
All parts are clearly arranged in the case for easy selection 

and identification. 
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Selectio n chart ï SKF external and reversibl e pulle rs 
 
 
 
 
 
 
 
 
 

24 

 
 
 
 
 
 
 
 
 
 
 
 

26 
 
 
 
 
 
 
 
 
 
 

24 

 
 
 
 
 
 

 
22 

 

 
 
 
 
 
 
 

27, 28 

 
 
 
 
 
 
 
 
 
 
 

25 

 

 
Designation No. of arms Width of grip 

mm in. 
 

SKF Standard Jaw Pulle rs 
 

TMMP 2x65 2 15ï65 0.6ï2.6 

TMMP 2x170 2 25ï170 1.0ï6.7 

TMMP 3x185 3 40ï185 1.6ï7.3 

TMMP 3x230 3 40ï230 1.6ï9.0 

TMMP 3x300 3 45ï300 1.8ï11.8 

 
SKF Reversibl e Jaw Pulle rs 

 

TMMR 40F 2 23ï48 0.9ï1.9 

TMMR 60F 2 23ï68 0.9ï2.7 

TMMR 80F 2 41ï83 1.6ï3.3 

TMMR 120F 2 41ï124 1.6ï4.9 

TMMR 160F 2 68ï164 2.7ï6.5 

TMMR 200F 2 65ï204 2.6ï8.0 

TMMR 250F 2 74ï254 2.9ï10.0 

TMMR 350F 2 74ï354 2.9ï13.9 

TMMR 160XL 2 42ï140 1.7ï5.5 

TMMR 200XL 2 42ï180 1.7ï7.1 

TMMR 250XL 2 44ï236 1.7ï9.3 

TMMR 350XL 2 44ï336 1.7ï13.2 

 
SKF Heavy Duty Jaw Pulle rs 

 

TMMP 6 3 50ï127 2.0ï5.0 

TMMP 10 3 100ï223 3.9ï8.7 

TMMP 15 3 140ï326 5.5ï12.8 

 
Mechanica l pulle rs SKF EasyPull  

 

TMMA 60 3 36ï150 1.4ï5.9 

TMMA 80 3 52ï200 2.0ï7.8 

TMMA 120 3 75ï250 3.0ï9.8 

 
Hydrauli c pulle rs SKF EasyPull  

 

TMMA 75H + .../SET 3 52ï200 2.0ï7.8 

TMMA 100H + .../SET 3 75ï250 3.0ï9.8 

 
SKF Hydrauli c Jaw Pulle r Kit  

 

TMHP 10E 3 × 3 75ï280 3.0ï11.0 

 
SKF Hydrauli c Pulle r Kit  

 

TMHC 110E 2 × 3 50ï170 1.9ï6.7 

 
SKF Hydraulical ly Assis ted 

Heavy Duty Jaw Pulle rs 

TMHP 15/260 3 195ï386 7.7ï15.2 

TMHP 30/170 3 290ï500 11.4ï19.7 

TMHP 30/350 3 290ï500 11.4ï19.7 

TMHP 30/600 3 290ï500 11.4ï19.7 

TMHP 50/140 3 310ï506 12.2ï19.9 

TMHP 50/320 3 310ï506 12.2ï19.9 

TMHP 50/570 3 310ï506 12.2ï19.9 
 

1) Other arm length options are available 

 



 

 

 

 
Effective arm length 

 
Maximum withdrawal force 

 

mm in. kN US ton 

 
 

60 

 
 

2.4 

 
 

6 

 
 

0.7 

135 5.3 18 2.0 

135 5.3 24 2.7 

210 8.3 34 3.8 

240 9.4 50 5.6 

 
 

67 

 
 

2.6 

 
 

17 

 
 

1.91 

82 3.2 17 1.91 

98 3.9 40 4.5 

124 4.9 40 4.5 

143 5.6 50 5.6 

169 6.7 50 5.6 

183 7.2 60 6.7 

238 9.4 60 6.7 

221 8.7 50 5.6 

221 8.7 50 5.6 

221 8.7 60 6.7 

221 8.7 60 6.7 

 

 
120 1)

 

 

 
4.7 1)

 

 
 

60 

 
 

6.7 

207 1)
 8.2 1)

 100 11.2 

340 1)
 13.4 1)

 150 17 

 
 

150 

 
 

5.9 

 
 

60 

 
 

6.7 

200 7.8 80 9.0 

250 9.8 120 13.5 

 
200 

 
7.8 

 
75 

 
8.4 

250 9.8 100 11.2 

 
 

115ï200 

 
 

70ï120 

 
 

4.4ï7.9 

 
 

2.8ï4.7 

 
 

100 

 
 

100 

 
 

11.2 

 
 

11.2 

 

 
 

264 1)
 

 

 
 

10.4 1)
 

 

 
 

150 

 

 
 

17 

170 1)
 6.7 1)

 300 34 

350 1)
 13.7 1)

 300 34 

600 1)
 23.6 1)

 300 34 

140 1)
 5.5 1)

 500 56 

320 1)
 12.6 1)

 500 56 

570 1)
 22.4 1)

 500 56 

 

 
 

SKF supplies  a wide  range of  pulle rs for  the dismo unting  of  

bearings . Dependin g on the arrangemen t they can also be used  

to pull  couplings,  gear wheels,  and other  machine ry components  

from a shaft. 

 
There are three main types of pullers: 

 
External  pulle rs 

This is the most commonly used type of puller for removing bearings 

from shafts. The puller arms reach behind the bearing outer ring and 

by rotating the spindle the bearing can be removed. Depending on 

type, external pullers are typically supplied with two or three arms. 

External pullers can also be supplied with a separator that locates 

behind component to be removed, typically for applications where 

there is insufficient space for the puller arms. For very heavy loads,  or 

for ease of use, some external pullers are supplied with hydraulic 

power options that greatly reduce the manual effort in removing the 

component. 

 
Internal  pulle rs 

Internal pullers reach through the bore of a component and grip it 

from the inside. The dismounting force is often generated by a slide 

hammer. In general, this type of puller cannot be used on large 

components. Reversible jaw pullers are a versatile solution for the 

internal and external pulling of bearings and other components. 

Typically, they consist of a beam, spindle and two arms. These pullers 

are very popular for use in mobile service trucks, as they generally 

lighter and more compact than three arm external pullers. 

 
Blind  housing  pulle rs 

Blind housing pullers are attached to the bearing between the two 

bearing rings. SKF blind housing pullers are only to be used on 

SKF Deep Groove Ball bearings. Other bearing brands have bearings 

with different raceway geometries and therefore the fixing of the 

arms cannot be guaranteed. 

 
When selecting a puller ensure that the puller opens sufficiently 

to grip the component and that there is enough space around the 

component to attach the puller. 

 
It is strongly advised to select a puller that can generate a higher 

maximum force than is required by the application. The required 

pulling force depends on the mating surface area, the interference 

fit, the way of attaching the puller and other influences such as 

fretting corrosion. 
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SKF EasyPull 
 

Equipped with spring-operated arms and a solid design, the SKF EasyPull is one of the most user- 

friendly and safe tools on the market. Ergonomically designed, the spring-operated arms enable the 

user to position the puller behind the component with just one movement. The SKF EasyPull is 

available in mechanical and hydraulically assisted versions, as well as complete kits with a tri-section 

pulling plate and a puller protection blanket. 

 
 
 
 

 
 

Safe and simple bearing dismounting 
 

Mechanical pullers TMMA series 
 

Å Sturdy design allows dismounting of components even in the tightest 

application in a safe manner 

Å The unique red rings spring-operated opening mechanism allows the 

SKF EasyPull to be placed behind the component with one movement 

of the hands 

Å Self-locking arms help prevent the risk of puller slipping under load 

Å Double hexagonal heads allow easier application of withdrawal force 

Å Self-centring capability and nosepiece help avoid damage to shaft 

Å Efficient use of time due to quick dismounting 

Å Available in three sizes with a withdrawal force of 60, 80 or 120 kN 

(6.7, 9.0 or 13.5 US ton), enabling easy selection 

Å TMHS series hydraulic force generators are available as an accessory  

for the 80 and 120 kN versions 

Å Supplied with a tube of puller spindle grease (LGEV 2) 

Quick and virtually effortless bearing dismounting 
 

Hydraulic pullers TMMA ..H series 
 

Å Ready-to-use, integrated hydraulic cylinder, pump and puller ï thus 

it is assembly-free and it is not necessary to purchase separate parts 

Å Safety valve prevents spindles and pullers from being overloaded if 

excessive force is applied 

Å The spring-loaded centre point on the hydraulic spindle allows easy 

centring of the puller on the shaft without damaging the shaft 

Å The TMMA 100H has a maximum withdrawal force of 100 kN 

(11.2 US ton) and a long stroke of 80 mm (3.1 in.), which facilitates 

most dismounting jobs in just one operation 

Å For dismounting jobs requiring less force, SKF offers a 75 kN 

(8.4 US ton) version, the hydraulic EasyPull TMMA 75H with a 

maximum stroke of 75 mm (3 in.) 

Å Supplied with extension pieces and one nosepiece 

 
 
 

 
Technica l data  

Designation 

 

 
TMMA 60 

 

 
TMMA 80 

 

 
TMMA 120 

 

 
TMMA 75H 

 

 
TMMA 100H 

Width of grip external, minimum 36 mm (1.4 in.) 52 mm (2.0 in.) 75 mm (3.0 in.) 52 mm (2 in.) 75 mm (3 in.) 

Width of grip external, maximum 150 mm (5.9 in.) 200 mm (7.8 in.) 250 mm (9.8 in.) 200 mm (7.8 in.) 250 mm (9.8 in.) 

Effective arm length 150 mm (5.9 in.) 200 mm (7.8 in.) 250 mm (9.8 in.) 200 mm (7.8 in.) 250 mm (9.8 in.) 

Maximum withdrawal force 60 kN (6.7 US ton) 80 kN (9.0 US ton) 120 kN (13.5 US ton) 75 kN (8.4 US ton) 100 kN (11.2 US ton) 

Claw height 7,5 mm (0.30 in.) 9,8 mm (0.39 in.) 13,8 mm (0.54 in.) 9,8 mm (0.39 in.) 13,8 mm (0.54 in.) 

Hydraulic spindle ï ï ï TMHS 75 TMHS 100 

Adapter: possible to upgrade to 

hydraulic version 

ï TMHS 75 TMHS 100 ï ï 

Total weight 4,0 kg (8.8 lb) 5,7 kg (12.6 lb) 10,6 kg (23.4 lb) 7,0 kg (15.4 lb) 13,2 kg (29 lb) 



 

 

 

 
 
 
 
 
 
 
 
 
 

 

 
 

 
 

A complete bearing dismounting solution 
 

Hydraulic puller sets TMMA ..H /SET series 
 

Å A set consisting of a hydraulically assisted SKF EasyPull together with a 

tri-section pulling plate, TMMS series, and a puller protection blanket 

facilitate an easy, safe and virtually damage-free dismounting 

Å Especially suitable for dismounting spherical roller and CARB toroidal 

roller bearings, and other components such as pulleys and flywheels 

Å A puller protection blanket, TMMX series, made of a strong transparent 

material allows the user to visually follow the dismounting procedure. 

While dismounting, the blanket helps to protect from flying fragments of 

bearings or other components, thereby enhancing user safety 

Å A sturdy custom-made storage case with room for all parts minimises 

the risk of loosing or damaging the setôs components 

 

 
 
 
 
 
 
 

Technica l data  

Designation TMMA 75H/SET TMMA 100H/SET 

Puller TMMA 75H TMMA 100H 

Tri-section pulling plate TMMS 100 TMMS 160 

Puller protection blanket TMMX 280 TMMX 350 

Dimensions of case 600 × 235 × 225 mm 

(23.6 × 9.3 × 8.6 in.) 

680 × 320 × 270 mm 

(27 × 13 × 11 in.) 

Total weight 15,0 kg (33.1 lb) 31,6 kg (70 lb) 
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SKF Jaw pullers 
 

One of the most common ways to dismount small to medium size bearings is to use a basic 

mechanical puller. Using an SKF puller helps to safeguard against damage to the bearing or to the 

bearing seating during dismounting. SKF Jaw pullers allow for easy and safe puller operation. 

 

 
 

Versatile two and three arm mechanical pullers 
 

Standard jaw pullers TMMP series 
 

Å Range of five different jaw pullers with two or three arms 

Å Maximum nominal span from 65 to 300 mm (2.6 to 11.8 in.) 

Å Cone system for automatic centring and secure positioning of arms 

Å Strong springs keep arms apart for easy operation 

Å Hardened, high quality carbon steel 

Powerful self-centring mechanical pullers 
 

Heavy duty jaw pullers TMMP series 
 

Å Fast, efficient and smooth handling 

Å Unique pantograph system gives exceptional grip and helps counteract 

misalignment during operation 

Å Three arm jaw pullers with a maximum withdrawal force of 60 to 

150 kN (6.7 to 17.0 US ton) suitable for medium to large size bearings 

Å Blackened, high quality steel for corrosion resistance 

Å Other arm length options are available 

 
 
 

Technica l data ï SKF Standard Jaw Pulle rs 

Designation TMMP 2x65 TMMP 2x170 TMMP 3x185 TMMP 3x230 TMMP 3x300 

No. of arms 2 2 3 3 3 

Width of grip 15ï65 mm 

(0.6ï2.6 in.) 

25ï170 mm 

(1.0ï6.7 in.) 

40ï185 mm 

(1.6ï7.3 in.) 

40ï230 mm 

(1.6ï9.1 in.) 

45ï300 mm 

(1.8ï11.8 in.) 

Effective arm length 60 mm (2.4 in.) 135 mm (5.3 in.) 135 mm (5.3 in.) 210 mm (8.3 in.) 240 mm (9.4 in.) 

Claw height 8 mm (0.31 in.) 9 mm (0.35 in.) 9 mm (0.35 in.) 9 mm (0.35 in.) 11 mm (0.43 in.) 

Maximum withdrawal force 6,0 kN (0.7 US ton) 18,0 kN (2 US ton) 24,0 kN (2.7 US ton) 34,0 kN (3.8 US ton) 50,0 kN (5.6 US ton) 

Weight 0,5 kg (1.2 lb) 2,1 kg (4.7 lb) 2,9 kg (6.4 lb) 5,8 kg (13 lb) 8,6 kg (19 lb) 

 
 

Technica l data ï SKF Heavy Duty Jaw Pulle rs 

Designation TMMP 6 TMMP 10 TMMP 15 

Width of grip 50ï127 mm 

(2.0ï5.0 in.) 

100ï223 mm 

(3.9ï8.7 in.) 

140ï326 mm 

(5.5ï12.8 in.) 

Effective arm length 120 mm (4.7 in.) 207 mm (8.2 in.) 340 mm (13.4 in.) 

Claw height 15 mm (0.59 in.) 20 mm (0.78 in.) 30 mm (1.18 in.) 

Maximum withdrawal force 60 kN (6.7 US ton) 100 kN (11.2 US ton) 150 kN (17 US ton) 

Weight 4,0 kg (8.8 lb) 8,5 kg (19 lb) 21,5 kg (47.4 lb) 

Effective length optional arms 

TMMP ..-1 

TMMP ..-2 

TMMP ..-3 

TMMP ..-4 

included 

220 mm (8.6 in.) 

370 mm (14.5 in.) 

470 mm (18.5 in.) 

included 

350 mm (13.8 in.) 

460 mm (18.1 in.) 

710 mm (27.9 in.) 

260 mm (10.2 in.) 

included 

435 mm (17.1 in.) 

685 mm (27.0 in.) 



 

 

 

 
 
 
 
 
 

 
 

Powerful self-centring hydraulic pullers 
 

Hydraulically assisted heavy duty jaw pullers 

TMHP series 
 

Å High forces can be easily applied as the puller is self-centring 

Å The combination of a spindle and hydraulic cylinder allows the working length 

to be easily adjusted 

Å Unique pantograph system gives exceptional grip and helps counteract 

misalignment during operation 

Å Equipped with a lifting handle and eye bolt, facilitates easy handling 

Å Maximum withdrawal force of 150, 300 or 500 kN (17, 34 or 56 US ton) 

Å Supplied with SKF Hydraulic Pump TMJL 100 

 
 
 
 
 
 
 
 
 

Technica l data  

Designation 1)
 

 
TMHP 15/260 

 
TMHP 30/170 

 
TMHP 30/350 

 
TMHP 30/600 

 
TMHP 50/140 

 
TMHP 50/320 

 
TMHP 50/570 

Width of grip 195ï386 mm 290ï500 mm 290ï500 mm 290ï500 mm 310ï506 mm 310ï506 mm 310ï506 mm 

 (7.7ï15.2 in.) (11.4ï19.7 in.) (11.4ï19.7 in.) (11.4ï19.7 in.) (12.2ï19.9 in.) (12.2ï19.9 in.) (12.2ï19.9 in.) 

Effective arm length 264 mm 170 mm 350 mm 600 mm 140 mm 320 mm 570 mm 

 (10.4 in.) (6.7 in.) (13.7 in.) (23.6 in.) (5.5 in.) (12.6 in.) (22.4 in.) 

Claw height 30 mm (1.2 in.) 35 mm (1.4 in.) 35 mm (1.4 in.) 35 mm (1.4 in.) 40 mm (1.6 in.) 40 mm (1.6 in.) 40 mm (1.6 in.) 

Stroke 100 mm (3.9 in.) 50 mm (2 in.) 50 mm (2 in.) 50 mm (2 in.) 40 mm (1.6 in.) 40 mm (1.6 in.) 40 mm (1.6 in.) 

Maximum working 80 MPa 80 MPa 80 MPa 80 MPa 80 MPa 80 MPa 80 MPa 

pressure hydraulic 

cylinder 

(11 600 psi) (11 600 psi) (11 600 psi) (11 600 psi) (11 600 psi) (11 600 psi) (11 600 psi) 

Maximum withdrawal 150 kN 300 kN 300 kN 300 kN 500 kN 500 kN 500 kN 

force (17 US ton) (34 US ton) (34 US ton) (34 US ton) (56 US ton) (56 US ton) (56 US ton) 

Weight 34 kg (75 lb) 45 kg (99 lb) 47 kg (104 lb) 56 kg (123 lb) 47 kg (104 lb) 54 kg (119 lb) 56 kg (132 lb) 

 

 
1) Also available without hydraulic pump TMJL 100. Please add suffix óXô to designation when ordering without pump (e.g. TMHP 30/170X) 

 

 



Mechanical tools 
 

 

 

 mm in. mm in. mm in. kN US ton 

External pull Internal pull TMMR 40F 23ï48 0.9ï1.9 59ï67 2.3ï2.6 67 2.6 17 1.9 

  TMMR 60F 23ï68 0.9ï2.7 62ï87 2.4ï3.4 82 3.2 17 1.9 

  TMMR 80F 41ï83 1.6ï3.3 95ï97 3.7ï3.8 98 3.9 40 4.5 

  TMMR 120F 41ï124 1.6ï4.9 95ï139 3.7ï5.5 124 4.9 40 4.5 

 L 
TMMR 160F 68ï164 2.7ï6.5 114ï163 4.5ï6.4 143 5.6 50 5.6 

 
D 

 
d 

TMMR 200F 65ï204 2.6ï8.0 114ï204 4.5ï8.0 169 6.7 50 5.6 

  TMMR 250F 74ï254 2.9ï10.0 132ï254 5.2ï9.9 183 7.2 60 6.7 

  TMMR 350F 74ï354 2.9ï13.9 135ï354 5.3ï13.8 238 9.4 60 6.7 

 

 

Versatile and robust pullers for internal and external pulling jobs 
 

Reversible jaw puller TMMR F series 
 

The multi-purpose SKF Reversible jaw pullers are suitable for internal and external pulling of bearings 

and other components. The standard range of eight pullers can accommodate a wide range of bearing 

and component sizes. The four largest TMMR..F pullers are also available with extra long arms as a 

standard option (TMMR é.XL). The extra long arms help to dismount bearings and components placed 

far from the shaft end and can be further extended by adding extension pieces. 

 
 

 
 

TMMR.. XL 

with 2 optional 

extension pieces 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

L 

Å An essential and versatile tool for every 

workshop allows for external and internal 

pulling applications 

Å Self-locking arms for easy adjustment of 

width of grip 

Å Hexagonal head on beam enables rotation of 

puller and bearing during dismounting, 

improving ease of use 

Å Wide gripping range from 23 mm (0.9 in.) 

internal to 350 mm (13.8 in.) external, 

enables many bearings and components to be 

dismounted 

Å Unlike many similar pullers, the pullers can be 

used up to their full rated load capacity without 

permanently deforming the puller arms 

Å Arms and beam are zinc passivated for 

enhanced corrosion resistance and easy 

cleaning 

Å The extra long arm extension pieces, 

designed to be easy to fit and remove, 

can be used to further increase the effective 

arm length. Using extension pieces does 

not compromise the overall puller strength 

Å The SKF Reversible Jaw Pullers can also be 

supplied as three different sets, complete with 

a workshop  stand 

 

 
 
 
 
 

 
 

TMMR 160XL 
 

42ï140 
 

1.7ï5.5 
 

121ï188 
 

4.8ï7.4 221 1)
 8.7 1)

 

 

50 
 

5.6 

L  L  TMMR 200XL 42ï180 1.7ï7.1 121ï228 4.8ï9.0 221 1)
 8.7 1)

 50 5.6 

    TMMR 250XL 44ï236 1.7ï9.3 123ï284 4.8ï11.2 221 1)
 8.7 1)

 60 6.7 

 D  d TMMR 350XL 44ï336 1.7ï13.2 123ï384 4.8ï15.1 221 1)
 8.7 1)

 60 6.7 

1) Arm length can be increased by (a multiple of) 125 mm (4.9 in.) with the arm extenders TMMR 16/35XL-4. 

 

 



 

 

 

 
 
 
 
 

Contents  

 
 
 
 
 
 
 

TMMR.. F 

 
 
 
 
 

 
TMMR 16/35XL-4 

 
 
 
 
 
 

TMMR 16/20XL-1 

TMMR 25/35XL-1 

 
 
 
 
 

TMMR 16/35XL-5 

Designation TMMR 4F/SET TMMR 8F/SET TMMR 8XL/SET 

Puller TMMR 40F ï Å Å 
Puller TMMR 60F Å Å Å 
Puller TMMR 80F ï Å Å 
Puller TMMR 120F Å Å Å 
Puller TMMR 160F Å Å Å 
Puller TMMR 200F ï Å Å 
Puller TMMR 250F Å Å Å 
Puller TMMR 350F ï Å Å 
Extra long arm set 160F Ÿ 160XL, 200F Ÿ 200XL ï ï Å 
Extra long arm set 250F Ÿ 250XL, 350F Ÿ 350XL ï ï Å 
Spring-loaded nose piece ï Å Å 

 

Accessories 

TMMR 16/20XL-1 Extra long arm set (2 pcs) to convert TMMR 160F and TMMR 200F to XL version + spring-loaded nose piece 

TMMR 25/35XL-1 Extra long arm set (2 pcs) to convert TMMR 250F and TMMR 350F to XL version + spring-loaded nose piece 

TMMR 16/35XL-4        Extension arms set (2 pcs) for the TMMR.. XL (length 125 mm / 4.9 in.) 

TMMR 16/35XL-5        Spring-loaded nose piece 

 
 
 
 
 

Effortless bearing dismounting up to 100 kN 
 

Hydraulic jaw puller kit TMHP 10E 
 

Å A versatile kit with three different arm lengths is suitable for a wide range of applications 

Å Hydraulic spindle facilitates effortless dismounting 

Å Self-locking arms minimise the risk of the puller slipping from the application when under load 

Å The spring-loaded centre point of the hydraulic spindle allows easy puller centring 

Å The hydraulic spindle is equipped with a safety valve, which minimises the risk of puller overload 

Å High load rating of 100 kN (11.2 US ton) makes the puller suitable for a variety of dismounting jobs 

Å A hydraulic spindle stroke of 80 mm (3.1 in.) helps facilitate dismounting in one operation 

Å Supplied with hydraulic spindle extension pieces to allow quick adaptation to pulling length 

 
 
 
 
 
 
 
 
 

Technica l data  

Designation TMHP 10E 

Contents 1 × armïassembly stand 

3 × arms, 115 mm (4.5 in.) 

3 × arms, 160 mm (6.3 in.) 

3 × arms, 200 mm (7.9 in.) 

1 × hydraulic spindle TMHS 100 

3 × extension pieces for hydraulic spindle; 

50, 100, 150 mm (2, 4, 6 in.) 

1 × nosepiece with centre point 

for hydraulic spindle 

 

 
 

Maximum stroke 80 mm (3.1 in.) 

Threading hydraulic cylinder 1 1/2"-16 UN 

Nominal working force 100 kN (11.2 US ton) 

Carrying case dimensions 578 × 410 × 70 mm (23 × 16 × 2.8 in.) 

Weight 14,5 kg (32 lb) 



Mechanical tools 

 

 

 

 

 

Strong Back Pullers 
 
 

 
 mm in. mm in. mm in. 

TMBS 50E 7ï50 0.3ï1.9 85 3.3 110 4.3 

TMBS 100E 20ï100 0.8ï3.9 160 6.3 120ï816 4.7ï32.1 

TMBS 150E 35ï150 1.4ï5.9 215 8.5 120ï816 4.7ï32.1 

TMHC 110E 20ï100 0.8ï3.9 160 6.3 120ï245 4.7ï9.6 

 
 
 

Powerful combination of a jaw and strong back puller 
 

Hydraulic puller kit TMHC 110E 
 

Å SKF TMHC 110E hydraulic puller kit combines 

a jaw puller and a strong back puller 

Å A versatile puller kit facilitates safe and easy 

dismounting in a variety of applications 

Å Hydraulic spindle facilitates easy and 

quick dismounting 

Å High load rating of 100 kN (11.2 US ton) 

Å The strong back puller includes two different 

arm lengths for maximum reach of 

120 mm (4.7 in.) 

Å The jaw puller can be assembled as a 

three-arm or two-arm puller depending on 

the space and demands of the application 

Å The firm grip of the strong back puller behind 

the bearingôs inner ring reduces 

the force required to dismount the bearing 

Å Supplied with extension rods to allow 

quick adaptation to pulling lengths upto 

245 mm (9.6 in.) 

Å The spring-loaded centre point of the 

hydraulic spindle allows easy puller centring 

minimizing the risk of shaft damage 

 
 
 
 
 

Technica l data  

Designation TMHC 110E 

Contents 1 × armïassembly stand 

3 × arms, 65 mm (2.6 in.) 

3 × arms, 115 mm (4.5 in.) 

1 × separator set 

1 × beam 

2 × main rods 

2 × extension rods, 125 mm (4.9 in.) 

1 × hydraulic spindle TMHS 100 

2 × extension pieces for hydraulic 

spindle; 50, 100 mm (2.0, 3.9 in.) 

1 × nosepiece with centre point 

for hydraulic spindle 

Maximum stroke 80 mm (3.1 in.) 

Nominal working force 100 kN (11.2 US ton) 

Threading hydraulic cylinder 1 1/2"-16 UN 

Carrying case dimensions 580 × 410 × 70 mm 

(23 × 16 × 2.8 in.) 

Weight 13,5 kg (29.8 lb) 

 
 
 

Arms set 1 (3 ×) 

Effective arms length 

Width of grip 

Claw height 

Arms set 2 (3 ×) 

Effective arms length 

Width of grip 

Claw height 

Strong back puller 

Maximum reach 

Shaft diameter range 

 

 
 
 

65 mm 

50ï110 mm 

8 mm 

 
115 mm 

75ï170 mm 

8 mm 

 
250 mm 

20ï100 mm 

 

 
 
 

(2.5 in.) 

(2ï4.3 in.) 

(0.3 in.) 

 
(4.5 in.) 

(2.9ï6.7 in.) 

(0.3 in.) 

 
(9.8 in.) 

ï3.9 in.) 



 

 

 

 
 
 
 
 

Easy bearing dismounting even in the tightest spaces 
 

Strong back pullers TMBS E series 
 

The SKF TMBS E strong back pullers facilitate dismounting of bearings in applications where the use of 

traditional jaw pullers is restricted due to lack of space or where the application demands a long reach. 

 

Å Special separator design allows the puller 

to be easily inserted between the bearing 

and the shoulder on the shaft 

Å The spring-loaded centre point of the 

hydraulic spindle allows easy puller centring 

minimizing the risk of shaft damage 

Å The firm grip behind the bearingôs inner ring 

reduces the force required to dismount 

the bearing 

Å The hydraulic spindle is equipped with a 

safety valve, which minimises the risk of 

puller overload 

Å A hydraulic spindle stroke of 80 mm (3.1 in.) 

helps facilitate dismounting in one operation 

Å SKF TMBS 50E is equipped with a mechanical 

spindle for force generation 

Å SKF TMBS 100E and the SKF TMBS 150E 

are equipped with a hydraulic spindle, which 

allows for easy application of force up to  

100 kN (11.2 US ton) 

Å Supplied with hydraulic spindle extension 

pieces to allow quick adaptation to pulling 

length 

Å SKF TMBS 100E and SKF TMBS 150E are 

supplied with extension rods to allow quick 

adaptation to pulling lengths upto 816 mm 

(32.1 in.) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Technica l data  

Designation 

 
TMBS 50E 

 
TMBS 100E 

 
TMBS 150E 

Contents 1 × separator set 

1 × mechanical spindle 

1 × beam 

2 × main rods 

1 × separator set 

2 × main rods 

2 × extension rods, 125 mm (4.9 in.) 

4 × extension rods, 285 mm (11.2 in.) 

1 × beam 

1 × hydraulic spindle TMHS 100 

2 × extension pieces for hydraulic 

spindle; 50, 100 mm (2.0, 3.9 in.) 

1 × nosepiece with centre point 

for hydraulic spindle 

1 × separator set 

2 × main rods 

2 × extension rods, 125 mm (4.9 in.) 

4 × extension rods, 285 mm (11.2 in.) 

1 × beam 

1 × hydraulic spindle TMHS 100 

2 × extension pieces for hydraulic 

spindle; 50, 100 mm (2.0, 3.9 in.) 

1 × nosepiece with centre point 

for hydraulic spindle 

Maximum stroke ï 80 mm (3.1 in.) 80 mm (3.1 in.) 

Nominal working force 30 kN (3.4 US ton) 100 kN (11.2 US ton) 100 kN (11.2 US ton) 

Maximum reach 110 mm (4.3 in.) 120ï816 mm (4.7ï32.1 in.) 120ï816 mm (4.7ï32.1 in.) 

Shaft diameter range 7ï50 mm (0.3ï2 in.) 20ï100 mm (0.8ï3.9 in.) 35ï150 mm (1.4ï5.9 in.) 

Threading hydraulic cylinder ï 1 1/2"-16 UN 1 1/2"-16 UN 

Carrying case dimensions 295 × 190 × 50 mm 

(11.6 × 7.5 × 2 in.) 

580 × 410 × 70 mm 

(23 × 16 × 2.8 in.) 

580 × 410 × 70 mm 

(23 × 16 × 2.8 in.) 

Weight 1,8 kg (4 lb) 13,5 kg (29.8 lb) 17 kg (37.5 lb) 



Mechanical tools 

 

 

 

 

Blind housing pullers 
 

The SKF Deep Groove Ball Bearing Puller Kit TMMD 100 allows quick and easy dismounting of 

SKF Deep Groove Ball Bearings with an interference fit on both rings. 

 
The SKF Blind Housing Puller Kit TMBP 20E is an adapter type puller for dismounting deep groove 

ball bearings in blind housings with shaft dimensions between 30 mm and 160 mm (1.18ï6.3 in.). 

The use of extension rods allows a long reach of up to 547 mm (21.5 in.). 

 
 

Selection ch art 

Designation Bearing bore 

diameter (d) 

TMBP 20E 30ï160 mm 

(1.2ï6.3 in.) 

TMMD 100 10ï100 mm 

(0.4ï3.9 in.) 

 
 
 

Effective arm 

length 

547 mm 

(21.5 in.) 

135ï170 mm 

6.7 in.) 

 

 
 
 
 
 
 
 

Removes bearing without dismantling machinery 
 

Blind housing puller Kit TMBP 20E 
 

Å Allows a wide of range of deep groove ball bearings to be dismounted 

Å Ball adapters designed for a long service life 

Å Extension rods allow a reach of up to 583 mm (23 in.) 

Å Spanner stop function on spindle for easy and safe handling 

Å Self-locking nose piece helps minimise damage to shaft, and improves puller stability 

Å Supplied in a sturdy carrying case 

 
 
 
 
 
 
 
 
 

Suitabilit y chart 

SKF TMBP 20E is suitable for dismounting the following deep groove ball bearings 
 

60.. series 62.. series 63.. series 64.. series 16é series 

6021ï6032 6213ï6230 6309ï6320 6406ï6418 16026ï16032 

 
 

 
Technica l data  

Designation TMBP 20E 

Kit contents 6 adapters sizes (2 pcs each), 

2 main rods (with nut support rings and nuts) 

4 extension rods, Spindle, Spindle nose piece, Beam 

Effective arm length 147ï547 mm (5.8ï21.5 in.) 

Maximum pulling force 55 kN (6.2 US ton) 

Carrying case dimensions 530 × 85 × 180 mm (20.9 × 3.4 × 7.0 in.) 
 

Weight 6,5 kg (14.3 lb) 



 

 

 
 

Easy dismounting of bearings in blind housings 
 

Deep groove ball bearing puller kit TMMD 100 
 

The puller is suitable for use in both blind housings and shaft applications. The SKF TMMD 100 

is suitable for dismounting up to 71 different SKF deep groove ball bearings, with shaft 

diameters ranging between 10 and 100 mm (0.4ï3.9 in.). 

 
Å The claws are designed to precisely fit in the bearingôs raceway, providing a good grip, 

thereby allowing high dismounting forces 

Å Each puller arm is fitted with a spring for easy installation 

Å The claw has been designed to allow easy insertion 

Å The hexagon head of the spindle is designed to prevent the spanner sliding down 

the spindle during dismounting 

Å The puller can also be used to remove sealed bearings from blind housings, 

after the seal has been removed 

Å Supplied in a sturdy carrying case 

 
 
 
 
 
 
 
 
 
 

Suitabilit y chart 

The SKF TMMD 100 suits the following bearing series and sizes: 

 
 
 
 
 

 
Optimised puller claw design firmly grips the 

outer raceway of SKF bearings, without the 

need of removing the bearing cage. 

Bearing designation Shaft diameter 

6000ï6020 10ï100 mm (0.4ï3.9 in.) 

6200ï6218 10ï90 mm (0.4ï3.5 in.) 

6300ï6313 10ï65 mm (0.4ï2.6 in.) 

6403ï6410 17ï50 mm (0.7ï2.0 in.) 

62/22, 62/28, 63/22, 63/28 22, 28, 22, 28 mm (0.9, 1.1, 0.9, 1.1 in.) 

16002, 16003, 16011 15, 17, 55 mm (0.6, 0.7, 2.2 in.) 

16100, 16101 10, 12 mm (0.4, 0.5 in.) 

 
 
 

 
 
 
 
 
 
 
 
 
 
 

The rubber cap allows easy and quick 

attachment of the arms to the spindle. It also 

prevents the puller arms from detaching from 

the spindle during operation 

Technica l data  

Designation TMMD 100 

Kit contents 3 × puller arm A1 

3 × puller arm A2 

3 × puller arm A3 

3 × puller arm A4 

3 × puller arm A5 

3 × puller arm A6 

2 × spindle and nut, 1 × handle 

Effective arm length 135ï170 mm (5.3ï5.7 in.) 
 

Carrying case dimensions 530 × 85 × 180 mm (20.9 × 3.4 × 7.0 in.) 

Weight 3,6 kg (7.9 lb) 

 

 



Mechanical tools 

 

 

 

 

Internal pullers 
 

The SKF Internal Bearing Puller Kits are designed for dismounting bearings from housings, where 

the fit is on the outer ring. The pullers are constructed  for optimum strength and durability and suit 

a wide range of bearing bore diameters. A sliding hammer allows high impact forces to be applied 

and is ergonomically designed to enhance user safety. 

 
 
 
 

Fast and easy bearing dismounting from housings 
 

Internal bearing puller kits TMIP and TMIC series 
 
 
 
 

TMIP series  

Å Unique SKF design can reduce dismounting time 

Å Unlike most internal bearing pullers, the spring loaded extractors 

can be quickly and easily fitted to the inner ring in just one 

quick action 

Å Claw design provides a strong and secure grip behind the 

inner ring allowing a high puller force to be applied 

Å Three different kits to suit bearing bores between 7 ï 28 mm, 

30 ï 60 mm and 7 ï 60 mm 

 
 

 
TMIC series  

Å Expandable collet design made of high strength materials 

Å Designed for applications with only a limited space to grip 

behind the bearing 

Å Suit bearing bores between 7 ï 28 mm 

 
 

TMIP series TMIC series 

 
 

 
Supplied in a sturdy carrying case 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Step 1 Step 2 Step 3 



 

 

 
 

 
Selection ch art 

Extractor  Bearing  bore 

diameter 

 

 
Bearing  

DGBB SABB ACBB SRB 
 

TMIC C7-8 7 ï 8 mm 607 ï 638, 618/7 ï 638/8 127 ï 108 ï ï 

TMIC C10-12 10 ï 12 mm 6000 ï 6301, 16000 ï 16101, 61800 ï 61801 1200 ï 2301 3200 ï 5201 ï 

TMIC C12-15 12 ï 15 mm 6001 ï 6302, 16101 ï 16902, 61801 ï 61902 1201 ï 2301 3201 ï 3202 ï 

TMIC C17-20 17 ï 20 mm 6003 ï 6404, 16003 ï 16004, 61803 ï 61904 1203 ï 2304 3203 ï 3204 22205/20 

TMIC C22-28 22 ï 28 mm 6005 ï 6405, 16005, 61805 ï 62205, 62/22 ï 63/28 1205 ï 2305 3205 ï 3305 22205 ï 21305 

 
TMIP E7-9 7 ï 9 mm 607 ï 629, 618/7 ï 619/9, 627ï628/8 127 ï 129 ï ï 

TMIP E10-12 10 ï 12 mm 6000 ï 6301, 16000 ï 16101, 61800 ï 61801 1200 ï 2301 3200 ï 5201 ï 

TMIP E15-17 15 ï 17 mm 6002 ï 6403, 16002 ï 16003, 61802 ï 61903 1202 ï 2303 3202 ï 3303 ï 

TMIP E20-28 20 ï 28 mm 6004 ï 6405, 16004 ï 16005, 62/22 ï 63/28 1204 ï 2305 3204 ï 3305 22205/20 ï 21305 

TMIP E30-40 30 ï 40 mm 6006 ï 6408, 16006 ï 16008, 61806 ï 61908 1206 ï 2308 3206 ï 5408 22206 ï 22308 

TMIP E45-60 45 ï 60 mm 6009 ï 6412, 16009 ï 16012, 61809 ï 61912 1209 ï 1412 3209 ï 5412 22209 ï 22312 

 
The above tables only show a selection of popular bearings that can be dismounted using SKF Internal Pullers. 

There may be other bearings that can also be removed using the SKF TMIP or TMIC pullers. 

 

Technica l data ï extractors 

size Maximum bearing width Space behind bearing Housing depth 
 

 mm in. mm in. mm in. 

TMIC 7-28 

TMIC C7-8 

 
13,3 

 
0.5 

 
3 

 
0.12 

 
54 

 
2.1 

TMIC C10-12 46,5 1.8 3 0.12 56 2.2 

TMIC C12-15 54 2.1 4 0.16 62 2.4 

TMIC C17-20 59 2.3 5,3 0.21 70 2.8 

TMIC C22-28 90 3.5 6,7 0.26 90 3.5 

TMIP 7ï28       
TMIP E7ï9 10 0.4 6 0.24 39 1.5 

TMIP E10ï12 11 0.4 6 0.24 45 1.8 

TMIP E15ï17 18 0.7 7,5 0.29 55 2.2 

TMIP E20ï28 24 0.9 10 0.4 60 2.4 

TMIP 30ï60       
TMIP E30ï40 >35 >1.4 11,5 0.45 97 3.8 

TMIP E45ï60 >64 >2.5 15 0.6 102 4.0 

TMIP 7ï60       
TMIP E7ï9 10 0.4 6 0.24 39 1.5 

TMIP E10ï12 11 0.4 6 0.24 45 1.8 

TMIP E15ï17 18 0.7 7,5 0.29 55 2.2 

TMIP E20ï28 24 0.9 10 0.4 60 2.4 

TMIP E30ï40 >35 >1.4 11,5 0.45 97 3.8 

TMIP E45ï60 >64 >2.5 15 0.6 102 4.0 

 

 
 
 
 
 
 

Technica l data  

Designation 

 
TMIC 7ï28 

 
TMIP 7ï28 

 
TMIP 7ï60 

 
TMIP 30ï60 

Bearing bore diameter 7ï28 mm (0.28ï1.1 in.) 7ï28 mm (0.28ï1.1 in.) 7ï60 mm (0.28ï2.4 in.) 30ï60 mm (1.2ï2.4 in.) 

Total sliding hammer length 417 mm (16.4 in.) 417 mm (16.4 in.) 417 mm (16.4 in.) and 

557 mm (21.9 in.) 

557 mm (21.9 in.) 

Carrying case 

dimensions 

530 × 85 × 180 mm 

(20.9 × 3.4 × 7.0 in.) 

530 × 85 × 180 mm 

(20.9 × 3.4 × 7.0 in.) 

530 × 110 × 360 mm 

(20.9 × 4.3 × 14.2 in.) 

530 × 85 × 180 mm 

(20.9 × 3.4 × 7.0 in.) 

Weight 3,0 kg (6.6 lb) 3,1 kg (6.8 lb) 9,4 kg (20.9 lb) 5,4 kg (11.9 lb) 

 

 



Mechanical tools 

 

 

 

 

A range of accessories has been developed to further facilitate 

the ease of use of the SKF puller range. 
 
 
 
 

Puller series 

 
 

Standard 
jaw pullers 

 

 
 
 
 

24 

 
Heavy duty 
jaw pullers 

TMMP series  

Standard jaw pullers 

 
 
 
 

TMMP series  

Heavy duty jaw pullers 

 

 
TMMR F series  

Reversible jaw pullers 

 
 
 
 

26 

 
TMMA series  

SKF EasyPull 
 

 
 
 
 

22 

 
 
 
 
 
 
 
 

27, 28 

 
TMHC 110E 

Hydraulic Puller kit 

 
TMHP 10E 

Hydraulic Puller kit 

 
TMBS E series  

Strong back pullers 

 

 
TMHP series  

Hydraulically - assisted 

heavy duty jaw pullers 

 
 
 
 
 

 
25 

 
 
 
 
 

30, 31 

TMMD 100/TMBP 20E 

Blind housing puller kits 



 

 

 

 
 
 
 
 

38 36 37 

 

 
Designation 

Puller Protection Blankets 

TMMX series 

Force Generators Advanced 

Hydraulic Spindle TMHS series 

Tri-section Pulling Plates 

TMMS series 

 
 

TMMP 2x65 

TMMP 2x170 

TMMP 3x185 

TMMP 3x230 

TMMP 3x300 

 
TMMP 6 

TMMP 10 

TMMP 15 

TMMX 210 1)
 

TMMX 210 

TMMX 210 1)
 

TMMX 210 

TMMX 280 

 
TMMX 210 

TMMX 280 

ï 

 
TMMX 280 

 
TMMX 280 1)

 

TMMX 350 1)
 

 

 
TMMX 350 

TMMX 350 

 

ï 

ï 

ï 

ï 

ï 

 
ï 

ï 

ï 

 

ï 

ï 

TMMS 50 1)
 

TMMS 50 1)
 

TMMS 50 

 
TMMS 50 1)

 

TMMS 100 1)
 

TMMS 100 1)
 

 

 
TMMS 100 

TMMS 100 

TMMS 100 1)
 

 
 
 

TMMS 160 1)
 

 
 
 
 

TMMS 160 

 

 

TMMR 40F 

TMMR 60F 

TMMR 80F 

TMMR 120F 

TMMR 160F (XL) 

TMMR 200F (XL) 

TMMR 250F (XL) 

TMMR 350F (XL) 

 

ï 

ï 

ï 

TMMX 210 

TMMX 210 

TMMX 280 1)
 

TMMX 350 1)
 

ï 

 
 
 
 

TMMX 280 

 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

TMMA 60 

TMMA 80 

TMMA 120 

TMMA 75H 

TMMA 100H 

TMMA 75H/SET 

TMMA 100H/SET 

TMMX 210 1)
 

TMMX 210 

TMMX 280 

TMMX 210 

TMMX 280 

TMMX 280 2)
 

TMMX 350 2)
 

TMMX 280 ï 

TMMX 280 1)      TMMX 350 TMHS 75 

TMMX 350 1) TMHS 100 

TMMX 380 1)     TMMX 350 TMHS 75 2)
 

TMMX 350 1) TMHS 100 2)
 

TMHS 75 2)
 

TMHS 100 2)
 

TMMS 50 1)
 

TMMS 50 1)
 

TMMS 50 

TMMS 50 1)
 

TMMS 50 

TMMS 50 1)
 

TMMS160 2)
 

 
TMMS 100 1)

 

TMMS 100 1)
 

TMMS 100 1)
 

TMMS 100 1)
 

TMMS 100 2)
 

 
 

TMMS 160 1)
 

 
TMMS 160 1)

 

 

TMHC 110E 

 

 
TMHP 10E 

 

 
TMBS 50E 

TMBS 100E 

TMBS 150E 

 

TMMX 210 

 

 
TMMX 210 

 

 
TMMX 210 

TMMX 210 1)
 

TMMX 280 1)
 

TMMX 280 1)     TMMX 350 TMHS 100 2)
 

 
 

TMMX 280 1)     TMMX 350 TMHS 100 2)
 

 

 
ï 

TMMX 280 TMHS 100 2)
 

TMMX 350 TMHS 100 2)
 

 

 
 
 

TMMS 50 1)
 

 

 
ï 

ï 

ï 

 

 
 
 

TMMS 100 1)
 

 

 
 
 

TMMS 160 

TMHP 15/260 

TMHP 30/170 

TMHP 30/350 

TMHP 30/600 

TMHP 50/140 

TMHP 50/320 

TMHP 50/570 

TMHP 15/260X 

TMHP 30/170X 

TMHP 30/350X 

TMHP 30/600X 

TMHP 50/140X 

TMHP 50/320X 

TMHP 50/570X 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

 ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

ï 

TMMS 160 

TMMS 260 1)
 

TMMS 260 1)
 

TMMS 260 1)
 

TMMS 260 

TMMS 260 

TMMS 260 

TMMS 160 

TMMS 260 1)
 

TMMS 260 1)
 

TMMS 260 1)
 

TMMS 260 

TMMS 260 

TMMS 260 

TMMS 260 

TMMS 380 

TMMS 380 

TMMS 380 

TMMS 380 1)
 

TMMS 380 1)
 

TMMS 380 1)
 

TMMS 260 

TMMS 380 

TMMS 380 

TMMS 380 

TMMS 380 1)
 

TMMS 380 1)
 

TMMS 380 1)
 

TMMD 100 

TMBP 20E 

TMMX 210 1)
 

TMMX 210 

 
TMMX 280 1)

 

ï 

ï 

ï 

ï 

1) recommended / 2) accessory included with puller 
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Effortless withdrawal force generation 
 

Advanced hydraulic spindles TMHS 75 and TMHS 100 
 
 
 
 
 

TMHS 75 

 
 
 
 
 
 
 
 
 
 
 
 

TMHS 100 

 
 
 
 
 
 

TMHS 100 shown as part of 

hydraulic puller TMMA 100H 

The SKF TMHS 75 and TMHS 100 generate a high pulling force with very little effort compared to the 

standard mechanical spindles. They significantly reduce the time needed to dismount a bearing or 

other component. 

 
Å Integrated hydraulic cylinder, pump and spindle ï no separate pump is required 

Å Safety valve helps prevent overloading the spindle and the puller in case excessive force is applied 

Å Long stroke helps enable dismounting in one operation 

Å Spring-loaded nosepiece centre point allows easy puller centring minimising shaft centre 

point damage 

Å Hand lever with ergonomic grip can be rotated 360° 

Å Extension pieces included 

 

 
TMHS 75: 

Å Maximum withdrawal force of 75 kN (8.4 US ton) 

Å Stroke length of 75 mm (3.0 in.) 

Å Suitable for use with pullers with a 1 1/4"-12 UNF thread 

 
TMHS 100: 

Å Maximum withdrawal force of 100 kN (11.2 US ton) 

Å Stroke length of 80 mm (3.1 in.) 

Å Suitable for use with pullers with a 1 1/2"-16 UN thread 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Technica l data  

Designation TMHS 75 TMHS 100 

Contents 1 × hydraulic spindle 

2 × extension pieces; 

50 and 100 mm (2.0 and 3.9 in.) 

1 × nosepiece 

1 × hydraulic spindle 

3 × extension pieces; 

50, 100 and 150 mm (2.0, 3.9 and 5.9 in.) 

1 × nosepiece 

Maximum withdrawal force 75 kN (8.4 US ton) 100 kN (11.2 US ton) 

Piston stroke 75 mm (3.0 in.) 80 mm (3.1 in.) 

Body thread 1 1/4"-12 UNF 1 1/2"-16 UN 

Nose piece diameter 35 mm (1.4 in.) 30 mm (1.2 in.) 

Maximum reach 229 mm (9.0 in.) 390 mm (15.4 in.) 

Weight 2,7 kg (6.0 lb) 4,5 kg (10.0 lb) 



 

 

 

 

Efficient and correct dismounting 
 

Tri-section pulling plates TMMS series 
 

Å The SKF TMMS series consists of five different sizes of tri-section pulling plates 

suitable for shafts with diameters ranging from 50 to 380 mm (2 to 15 in.) 

Å Suitable for use in combination with three-armed pullers 

Å The plates grip behind the bearing inner ring, helping to ensure that the pulling 

forces are only transmitted through the inner ring and not through the outer ring 

or the rolling elements; thereby minimising the risk of bearing damage 

Å The tri-section construction allows an even dismounting force distribution, 

preventing bearing locking and/or tilting on the shaft, especially in the case of 

spherical roller and CARB toroidal roller bearings 

Å Special wedge shape design allows the plates to be easily inserted between the 

bearing and the shoulder on the shaft 

 
 
 
 
 

Dimensions  

Designation d min d max A H 

mm in. mm in. mm in. mm in. 

TMMS 50 12 0.5 50 2.0 20ï30 0.8ï1.2 15  0.6 

TMMS 100 26 1.0 100 3.9 36ï55 1.4ï2.1 25 1.0 

TMMS 160 50 2.0 160 6.3 45ï73 1.8ï2.9 30  1.2 

TMMS 260 90 3.6 260 10.2 70ï114 2.8ï4.5 42  1.7 

TMMS 380 140 5.5 380 15.0 81ï142 3.2ï5.6 58  2.3 

 
 
 
 
 
 
 

A 

 

 
 

dmin dmax H 

 
 
 

 
TMMS 160 shown as part of hydraulic 

puller set TMMA 100H/SET 
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For additional user safety during dismounting 
 

Puller protection blankets TMMX series 
 

Å The SKF TMMX series are designed to offer additional user safety, while 

dismounting bearings or other components 

Å After the puller has been positioned, the blanket is simply wrapped around 

the puller and application 

Å The tough, transparent plastic allows the user to monitor the component 

and the puller during operation 

Å Especially designed to fit SKF TMMA series pullers, they are also suitable for 

use in combination with many other pullers 

 
 
 
 
 
 
 
 
 

Dimensions  

Designation Recommended 

maximum diameter 

 

 
Length Width 

 

 mm in. mm in. mm in. 

TMMX 210 210 8.3 750 29.5 320 12.6 

TMMX 280 280 11.0 980 38.6 380 15 

TMMX 350 350 13.8 1 200 47.2 480 18.9 

 
 

 
YouTube channel  

SKF has a large number of informative videos available 

on YouTube. There you can find videos that introduce 

you to new products and give you instruction on how to 

use the products. In addition, a comprehensive series 

of videos explains the right techniques for mounting 

and dismounting bearings of various types. The videos 

are available with narration or subtitles in various 

languages. The YouTube channel is an easy way to  

learn more about SKF maintenance and lubrication 

products. Just visit and subscribe to be automatically 

informed when new videos are added. 

 

 
 
 
 
 
 
 
 
 
 

http://mapro.skf.com/youtube 

http://mapro.skf.com/youtube


 

 

 

 

Anti-fretting agent LGAF 3E 
 

SKF LGAF 3E is a greasy, smooth paste to prevent fretting corrosion caused by very 

slight oscillations or by vibrations, that can make dismounting much more difficult. 

 
Å Suitable for bearings and metal surfaces in loose fit arrangements, such as 

vibrating screens, truck and car wheel bearings 

Å Reduces fretting corrosion thereby enabling easier dismounting of bearings 

Å Assists with easier removal of general industrial components in a wide range of 

applications such as nuts, bolts, flanges, studs, bearings, guide pins, couplings, 

jack screws, lathe centres, push rods, and spline shafts 

 
 
 
 
 
 
 
 
 
 

Available  pack  sizes 

Packsize Designation 
 

35 g tube LGAF 3E/0.035 

0,5 kg can LGAF 3E/0.5 

30 kg drum LGAF 3E/30 

Technica l data  

Designation LGAF 3E 

Specific gravity 1,19 

Colour Whiteïbeige 

Base oil type Mineral and synthetic 

Thickener Lithium soap 

Operating temperature range ï25 to +250 °C (ï13 to +482 °F) 

Base oil viscosity: 40 °C, mm2/s 195 

These characteristics represent typical values. 

 

 
What is  fretting  cor rosio n? 

Fretting corrosion is a progressive surface damage that occurs in 

the contact area of two metals. It is caused by very slight oscillations, 

vibrations or slip between the metal surfaces. Fretting corrosion is a 

risk for bearings and it typically occurs in the loose fit between the 

outer ring and the housing or between the inner ring and shaft. 

Uneven bearing seats and too loose fits can increase fretting 

corrosion. Repairing corrosion damages requires overhauling of the 

contact area and poses further risks of improper bearing seating. 

Fretting corrosion is also a risk for other metal contact areas for 

example yokes and core of SKF Induction Heaters and SKF Vibracon. 

 
SKF LGAF 3E is a greasy, smooth paste with special additives to form 

a protective layer between the metal surfaces and reduce fretting 

corrosion in these and more applications. 
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Itôs a fact. 
 

Incorrect mounting methods account for up to 16% of 

premature bearing failures 
 
 
 

Main cause s of premature 

bearin g failures 

 
 
 
 

16% 
Poor fitting 

To reduce the risk of incorrect mounting, SKF helped pioneer the use of 

portable induction heaters for bearing mounting applications in the 1970ôs. 

Since that time, there have been many advances in technology and SKF has 

been at the forefront in developing safer, more efficient and user-friendly 

bearing induction heaters. 

 
SKF Induction Heaters utilise advanced power electronics with application 

specific designs for high performance. 

 
As a result, by using an SKF induction heater, the total cost of ownership 

is often significantly lower. Ergonomics and safety are also an important 

consideration for operators. SKF induction heaters are equipped with 

design features that make them easy to use and safe. Bearing support 

arms reduce the risk of the bearing toppling during heating, and 

ergonomically designed yokes help reduce operator fatigue. In addition, 

the unique remote control enables the operator to control the heater at 

a safe distance from the hot bearing, enhancing operator safety. 

 
 
 
 
 
 
 
 
 
 

Inductio n heatin g has many advantage s over othe r bearin g heatin g methods  

 
The use of an open flame to heat a bearing is not only inefficient and 

uncontrolled, but often leads to bearing damage. This method should 

not be used. 

 
Oil baths are sometimes used to heat bearings. Oil baths often take 

a long time to reach the required temperature and can be difficult 

to control the actual bearing temperature. The energy consumption of 

an oil bath is also significantly greater than using an induction heater. 

The risk of contaminating the bearing due to dirty oil is significant and can 

lead to premature bearing failure. Handling hot, oily and slippery bearings 

present significant hazards to the operator and great care must be taken  

to avoid potential injuries. 

Ovens and hot plates are often used for batch heating of small bearings 

and this is an acceptable technique. However, for larger bearings, the use 

of ovens and hotplates is generally quite inefficient and time consuming 

and can present the operator with significant handling hazards. 

 
Induction heaters are the modern, efficient and safe way to 

heat bearings. In operation, they are generally faster, cleaner, 

more controllable, and easier to use than other heating methods. 

 
 
 

Open flame Oil baths Ovens SKF induction heaters 



 

 

 

 
 

Thermostat controlled bearing heating 
 

Electric hot plate 729659 C 
 

The SKF 729659 C is a heating device especially designed for pre-heating batches of  

small bearings prior to mounting. The temperature of the plate can be adjusted to provide 

temperatures between 50 and 200 °C (120 and 390 °F). The flat heating surface ensures 

even bearing heating and the cover helps retain heat and keep contaminants out. 

 
 
 
 

Technica l data  

Designation 729659 C 

729659 C/110V 

Voltage 729659 C 230 V (50/60 Hz) 

729659 C/110 V 115 V (50/60 Hz) 

 
 
 
 
 

Height of cover 50 mm (2 in.) 

Power 1 000 W 

Temperature range 50ï200 °C (120ï390 °F) 

Overall dimensions 

(l × w × h) 

390 × 240 × 140 mm 

(15.4 × 9.5 × 5.5 in.) 

Plate dimensions (l × w) 380 × 178 mm (15 × 7 in.) Weight 4,7 kg (10 lb) 
 

 
 
 
 
 
 

  
 

 

 

 

   skf.com/heaterselector 

 
Heater selection  tool  

The online heater selection tool helps to select the most appropriate 

SKF heater for a given hot mounting or dismounting application of 

bearings or annular workpieces. 

 
In just three easy steps, you can define your heating application and 

receive a list of all suitable heaters for that application, including a 

recommendation of the heater that offers the best price-performance 

ratio. 

 
The online heater selection tool is available free of charge, just scan 

the QR code or visit us on skf.com/heaterselector. 

 
The heater selection tool supports all mounting and fixed size EAZ 

dismounting heaters and offers additional information such as the 

product data sheet, technical data and product websites for each 

heater. If you cannot find the right heater for your application or you 

need more information, please donôt hesitate to contact SKF. 

 
The online heater selection tool is available in 8 languages: English, 

French, German, Spanish, Italian, Portuguese, Russian and Chinese. 

  



Heating tools 

 

 

 

 

A portable solution for bearing heating 
 

Portable induction heater TWIM 15 
 

The SKF portable induction heater TWIM 15 is designed for applications in maintenance jobs to heat  

up bearings that are mounted with an interference fit onto a shaft. Heating the bearing causes it to 

expand, which eliminates the need to use force during installation. Generally, using the TWIM 15 to 

generate a 90 °C (162 °F) temperature difference between the bearing and shaft is sufficient to enable 

installation. In addition, the TWIM 15 can be used to heat other ring-shaped, metallic components, 

providing flexibility of use. 

 

 
Utilizing electrical power, the TWIM 15 features glass-fiber, high- temperature-

resistant plastic construction that allows a low temperature difference 

between the inner and outer rings of the bearing. This helps to reduce internal 

tensions that are generated due to excessive thermal expansion of the inner 

ring compared to the outer ring. 

 
The unit has a user-friendly LED control panel that requires no special training 

and is simple to understand. The panel is used to regulate temperature and 

also indicates that the TWIM 15 is operational. 

 
TWIM 15 advantages:  

Å Innovative heating of bearings 

Å Portable, compact and lightweight 

Å No support yokes required 

Å Automatic temperature monitoring 

Å Detects bearing size and heats appropriately 

Å Different power levels 

Å User-friendly LED control panel 

Å Quiet operation 
 
 
 
 
 
 
 
 
 
 
 

The TWIM 15 portable induction heater package includes: 

 
Å Portable induction heater TWIM 15 

Å Magnetic K-type 400 mm temperature probe TWIM 15-3 

Å Temperature-resistant gloves TMBA G11 

Å Instructions for use 



 

 

 

 
 

Versatile  

Because of the induction plateôs flat shape, a 

support yoke is not needed. This increases the 

type of components that can be heated on the 

plate and also reduces the number of required 

accessories. 

Portable  

Due to the medium-frequency technology 

used and choice of materials, the heater is 

lightweight. Also, the built-in handle makes it 

convenient to transport, and it can be stored 

easily. 

Inno vativ e heating  

Utilizing smart construction and operating 

software, the heater produces a low temperature 

difference between the inner and outer ring of 

the bearing. This reduces the internal tensions 

generated due to excessive thermal expansion of 

the inner ring compared to the outer ring. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Power regulation  

Featuring different power settings, the TWIM 15 can heat 

sensitive components at a slower pace. Also, a non-bearing 

power configuration is possible where most of the power is 

focused on the bore of the component. 

Quiet  

Using medium-frequency technology to heat components 

does not generate noise. An LED indicates when the 

TWIM 15 is heating, even if you cannot hear it. In parallel, 

a cooling fan might be heard to help the heater's 

electronics to stay cool. 

 

 

Technica l data  

Designation TWIM 15 

Application 1)
 

Bearing weight range 2) 0,5 kg (1,1 lb) - 20 kg (44 lb) 

Min. bearing bore diameter 30 mm (1.18 in.) 

Max. bearing outer diameter 320 mm (12.6 in.) 

Max. bearing width 85 mm (3.35 in.) 

 
 
 

Max. current consumption TWIM 15/230 V: 10 A 

TWIM 15/110 V: 16 A 

Temperature control 20-200 °C (68-392 °F) 

Demagnetisation The heater does not magnetise 

Dimensions (w x d x h) 450 x 500 x 100 mm (17.7 x 19.7 x 3.9 in.) 

Performance examples 

(bearing, weight, 

temperature, time) 

6320: 7,1 kg (15.7 lb), 110 °C (230 °F), 

5 min 20 s 

22320 CC/W33: 12,8 kg (28.2 lb), 110 °C 

(230 °F), 12 min 35 s 

Total weight 6,6 kg (14.6 lb) 

Maximum power TWIM 15/230 V: 2,3 kVA 

TWIM 15/110 V: 1,8 kVA 

Voltage and frequency TWIM 15/230 V: 230 V, 50/60 Hz 

TWIM 15/110 V: 110 V, 50/60 Hz 

1) SKF does not recommend heating bearings capped with seals or shields above 80 °C  

(175 °F). However, if higher temperatures are necessary, please contact SKF. The heater 

is designed for maintenance operations where some cooling in between jobs is allowed. 
2) Depending on the geometry of the bearing, maximum heating temperature and power 

availability. 
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TIH series 
 
 
 
 

Features and benefi ts 

The comprehensive SKF induction heater range can be used for efficiently 

heating bearings and workpieces, both large and small. Their innovative 

design offers significant advantages to both owners and operators: 

 

Å Advanced power electronics, with accurate electric current control, 

help control the temperature rate increase 

Å Two step power setting option (50% / 100%), enables small bearings 

to be heated safely and at a lower power consumption 

Å For heating components other than bearings, all heaters are equipped 

with a heating time mode and for large components, optimized 

TIH MB heaters for solid workpieces are available 

Å Thermal overheating protection reduces the risk of damage to the 

induction coil and electronics, enhancing reliability and safety 

Å Automatic demagnetisation reduces the risk of ferrous debris 

contamination after heating 

Å Available in different voltage variants, to suit most operating voltages 

worldwide 

Å Supplied with heat-resistant gloves for improved operator safety 

Induction coil located outside the heaterôs housing enables 

a shorter heating time and lower energy consumption 

Foldable bearing support arms allow larger diameter bearings 

to be heated, and reduce the risk of the bearing toppling 

during heating 

Magnetic temperature probe, combined with a temperature mode pre- 

set at 110 °C (230 °F), helps prevent bearing overheating 

Unique SKF remote control, with operating display and control panel, 

makes the heater easy and safe to use 

Internal yoke storage, for smaller yoke(s), reduces the risk of yoke dam- 

age or loss 

Integrated carrying handles allow for easy movement of the heater 

in the workshop 

Sliding or swivel arm allows for easy and quick bearing 

replacement, reducing operator fatigue (not for TIH 030m) 

 
 
 
 
 
 

SKF induction heater range 
 
 
 

d [mm] 

 

The comprehensive range of SKF induction 

heaters is suitable for most bearing heating 

applications. The chart gives general 

information on choosing an induction 
1) 

   = m20 heater for bearing heating applications   . 

 
800 

 
700 

 
600 

 

 
400 

300 

150 

100 

 
 
 
 
 
 
 

 
TIH 100m 

TIH 030m 

 
 

TIH L44 

TIH L33 

TIH 220m 

 
 

TIH L77 

 

The SKF m20 concept represents the weight 

(kg) of the heaviest SKF spherical roller 

bearing of series 231 which can be heated 

from 20 to 110 °C (68 to 230 °F) in 

20 minutes. This defines the heaterôs power 

output instead of its power consumption. 

Unlike other bearing heaters, there is a clear 

indication of how long it takes to heat a 

bearing, rather than just the maximum 

bearing weight possible. 

 

 
5 30    40 

 
100 

 
120 220 

kg 

300 700 1 200 

 

 
1) For heating components other than bearings, SKF recommends consideration of TIH L MB series heater. Contact SKF to help you select a suitable induction heater for your application. 



 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Small induction heater with a 

40 kg bearing heating capacity 
 

TIH 030m 
 
Å Compact lightweight design; just 21 kg 

(46 lb), facilitating portability 

Å Capable of heating a 28 kg (62 lb) 

bearing in just 20 minutes 

Å Supplied standard with three yokes, 

allowing bearings with a bore diameter from 

20 mm (0.8 in.) up to a maximum weight of 

40 kg (90 lb) to be heated 

Medium induction heater with a 

120 kg bearing heating capacity 
 

TIH 100m 
 
Å Capable of heating a 97 kg (213 lb) 

bearing in less than 20 minutes 

Å Supplied standard with three yokes, 

allowing bearings with a bore diameter 

from 20 mm (0.8 in.) up to a maximum 

weight of 120 kg (264 lb) to be heated 

Å Swivel arm for large size yoke 

Large induction heater with a 

300 kg bearing heating capacity 
 

TIH 220m 
 
Å Capable of heating a 220 kg (480 lb) 

bearing in just 20 minutes 

Å Supplied standard with two yokes, allowing 

bearings with a bore diameter from 60 mm 

(2.3 in.) up to a maximum weight of 300 kg 

(660 lb) to be heated 

Å Sliding arm for large size yoke 

 

 
 
 
 
 
 

Technica l data  

Designation 

 
TIH 030m 

 
TIH 100m 

 
TIH 220m 

Max. bearing weight 40 kg (88 lb) 120 kg (264 lb) 300 kg (662 lb) 

Bore diameter range 20ï300 mm (0.8ï11.8 in.) 20ï400 mm (0.8ï15.7 in.) 60ï600 mm (2.3ï23.6 in.) 

Operating area (w × h) 100 × 135 mm (3.9 × 5.3 in.) 155 × 205 mm (6.1 × 8 in.) 250 × 255 mm (9.8 × 10 in.) 

Coil diameter 95 mm (3.7 in.) 110 mm (4.3 in.) 140 mm (5.5 in.) 

Standard yokes (included) 

to suit bearing/workpiece 

minimum bore diameter 

65 mm (2,6 in.) 

40 mm (1.6 in.) 

20 mm (0.8 in.) 

80 mm (3.1 in.) 

40 mm (1.6 in.) 

20 mm (0.8 in.) 

100 mm (3.9 in.) 

60 mm (2.3 in.) 

Performance example 

(bearing, weight, temperature, time) 

 
23136 CC/W33, 28 kg, 110 °C, 20m 

 
23156 CC/W33, 97 kg, 110 °C, 20m 

 
23172 CC/W33, 220 kg, 110 °C, 20m 

Max. power consumption 2,0 kVA 3,6 kVA (230 V) 

4,0ï4,6 kVA (400ï460 V) 

10,0ï11,5 kVA (400ï460 V) 

Voltage 1)
 

100ï120 V/50ï60 Hz 

 
TIH 030m/110 V 

 
ï 

 
ï 

200ï240 V/50ï60 Hz 

400ï460 V/50ï60 Hz 

TIH 030m/230 V 

ï 

TIH 100m/230 V 

TIH 100m/MV 

TIH 220m/LV 

TIH 220m/MV 

Temperature control 2)
 20 to 250 °C (68 to 482 °F) 20 to 250 °C (68 to 482 °F) 20 to 250 °C (68 to 482 °F) 

Demagnetisation according 

to SKF norms 

<2 A/cm <2 A/cm <2 A/cm 

Dimensions (w × d × h) 460 × 200 × 260 mm 

(18.1 × 7.9 × 10.2 in.) 

570 × 230 × 350 mm 

(22.4 × 9 × 13.7 in.) 

750 × 290 × 440 mm 

(29.5 × 11.4 × 17.3 in.) 

Total weight (incl. yokes) 20,9 kg (46 lb) 42 kg (92 lb) 86 kg (189 lb) 

1) Some special voltage versions (e.g. 575V, 60 Hz CSA ready) are available for specific countries. For additional information, please contact your local SKF authorised distributor. 
2) Maximum heating temperature capacity depends on the weight and geometry of the bearing or workpiece. The heaters can achieve higher temperatures, please contact SKF for advice. 



 

 

 

 
 
 
 

Heating tools 
 
 

    TIH L series 
 

The SKF TIH L series heaters are characterized by a high heating power and large size. 

They are the continuation of the TIH series for heating large size bearings. 

All heaters are equipped with sliding yokes, dual coil design and advanced power 

electronics. The frame of the heater allows easy transportation by fork lift. The key 

differences between heaters in the TIH L range are heating power and operating area. 

 
 
 
 
 
 
 
 
 
 

Large induction heater with a 

700 kg bearing heating capacity 
 

TIH L33 
 
Å Using just 15 kVA of electrical power, 

the TIH L33 can heat large bearings up 

to 700 kg (1 543 lb) 

Å Two optional yokes available for smaller 

bearing diameters. 

Å Available in 230 and 400V executions. 

Extra-large induction heater with a 

1 200 kg bearing heating capacity 
 

TIH L44 
 
Å Using 20 kVA of electrical power, 

the TIH L44 can heat large bearings up 

to 1 200 kg (2 600 lb) 

Å One optional yoke available for smaller 

bearing diameters. 

Å Available in 230 and 400V executions. 

Extra-large induction heater with 

expanded operating area 
 

TIH L77 
 
Å Extra-large induction heater with expanded 

operating area 

Å Using 20 kVA of electrical power, 

the TIH L77 can heat large bearings up to 

1 200 kg (2 600 lb) 

Å Extra-large operating area for special bearing 

and component sizes 
 

 
 
 
 
 

The sliding yoke is a robust mechanism to easily and safely move the 

yoke. The sliding rails are very durable and prevent the yoke from 

accidentally falling. The sliding yoke can easily be replaced by a 

smaller optional yoke. 

The dual coil design offers high performance for heating 

bearings in either the horizontal or vertical orientation and 

gives you the flexibility to heat the bearing in the same 

orientation as the shaft for fast and convenient mounting. 

By utilizing two coils, the heaters allow more homogeneous 

heating and offer additional safety for the hot mounting of 

large sized bearings. 
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Technica l data - TIH L series  

Designation 

 
TIH L33 

 
TIH L44 

 
TIH L77 

Max. bearing weight 700 kg (1 543 lb) 1 200 kg (2 600 lb) 1 200 kg (2 600 lb) 

Bore diameter range 115ï700 mm (4.5ï27.6 in.) 150ï800 mm (5.9ï31.5 in.) 150ï800 mm (5.9ï31.5 in.) 

Operating area (w × h) 300 × 320 mm (11.8 × 12.6 in.) 425 × 492 mm (16.7 × 19.4 in.) 725 × 792 mm (28.5 × 31.2 in.) 

Coil diameter 150 mm (5.9 in.) 175 mm (6.9 in.) 175 mm (6.9 in.) 

Standard yokes (included) to suit 

bearing minimum bore diameter 

115 mm (4.5 in.) 150 mm (5.9 in.) 150 mm (5.9 in.) 

Optional yokes to suit bearing 

minimum bore diameter 

80 mm (3.1 in.) 

60 mm (2.4 in.) 

100 mm (3.9 in.) ï 

Performance example 

(bearing, weight, 

 
24188ECA/W33, 

 
24188ECA/W33, 

 
ï 

temperature, time) 455 kg, 110 °C, 28m 455 kg, 110 °C, 13m  
Max. power consumption TIH L33/LV: 15 kVA 

TIH L33/MV: 15 kVA 

TIH L44/MV: 20ï23 kVA 

TIH L44/LV: 20ï24 kVA 

TIH L77/MV: 20ï23 kVA 

TIH L77/LV: 20ï24 kVA 

Voltage 1)
 

200ï240 V/50ï60 Hz 

 
TIH L33/LV 

 
TIH L44/LV 

 
TIH L77/LV 

400ï460 V/50ï60 Hz TIH L33/MV TIH L44/MV TIH L77/MV 

Temperature control 2)
 0 to 250 °C (32 to 482 °F) 20 to 250 °C (68 to 482 °F) 20 to 250 °C (68 to 482 °F) 

Demagnetisation according to 

SKF norms 

<2 A/cm <2 A/cm <2 A/cm 

Dimensions (w × d × h) 400 × 743 × 550 mm 

(15.8 × 29.3 × 21.7 in.) 

1 200 × 600 × 850 mm 

(47.3 × 23.6 × 33.5 in.) 

1 320 × 600 × 1 150 mm 

(52 × 23.6 × 45.3 in.) 

Total weight (incl. yokes) 140 kg (309 lb) 324 kg (714 lb) 415 kg (915 lb) 

 
 
 
 
 

1) Some special voltage versions (e.g. 575V, 60 Hz CSA ready) are available for specific countries. For additional information, please contact your local SKF authorised distributor. 
2) Maximum heating temperature capacity depends on the weight and geometry of the bearing or workpiece. The heaters can achieve higher temperatures, please contact SKF for advice. 

 
 
 
 

 
The TIH L series of SKF Induction Heaters is 

designed for fast and safe mounting of large 

bearings in the workshop or in the field. 

The heaters offer great versatility and are 

suitable for a large variety of bearing types 

and sizes. TIH L series heaters can be found 

in almost all industries with large sized 

bearings. 



 

 

 

Solid workpiece heaters 
 

The SKF TIH L MB series is specially designed to heat solid workpieces, such as rings, sleeves, 

gears, couplings, bushings and pulleys, as well as train wheels, tires or similar components. 

Featuring one magnetic coil in the center, these powerful and durable heaters localize the 

heating in the workpiece bore for superior performance on solid components. 

 
 
 

Induction heaters for non-bearing applications 
 

TIH L MB series 
 

The TIH L MB series provides the following advantages for quick and effective heating 

of solid workpieces: 

 
Å Simple and safe operation with remote-control and power level selection 

Å Superior heating performance for solid workpieces with low energy consumption 

Å Quick and easy placement of solid components with sliding yoke 

Å Automatic demagnetization reduces risk of ferrous debris contamination 

Å Easy to transport using standard forklift 

Å Available in three voltage variants to suit most operating voltages worldwide 

Å Available with three different operating areas 

 
 

The TIH L MB heats non-bearing workpieces up 

to 600 kg (1 323 lb), depending on the model. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The TIH L MB induction heater is equipped with 

a remote control panel for operator safety. 

 
Advice: The SKF TIH L MB series heaters 

are designed for induction heating of solid, 

non-bearing components. For bearing-heating 

applications, we recommend the use of 

equivalent SKF TIH L series heaters. 



Heating tools 

 

 

 

 
Technica l data  

Designation 

 
TIH L33MB 

 
TIH L44MB 

 
TIH L77MB 

Maximum workpiece weight 350 kg (772 lb) 600 kg (1 323 lb) 600 kg (1 323 lb) 

Bore diameter range 115ï700 mm (4.5ï27.6 in.) 150ï800 mm (5.9ï31.5 in.) 150ï800 mm (5.9ï31.5 in.) 

Operating area (w × h) 330 × 320 mm (13.0 × 12.6 in.) 465 × 492mm (18.3 × 19.4 in.) 765 × 792mm (30.1 × 31.2 in.) 

Coil diameter 150 mm (5.9 in.) 175 mm (6.9 in.) 175 mm (6.9 in.) 

Standard yokes (included) to suit 

workpiece minimum bore diameter 

 
115 mm (4.5 in.) 

 
150 mm (5.9 in.) 

 
150 mm (5.9 in.) 

Max. power consumption TIH L33MB/MV: 15 kVA 

TIH L33MB/LV: 15 kVA 

TIH L44MB/LV: 20ï24 kVA 

TIH L44MB/MV: 20ï23 kVA 

TIH L77MB/LV: 20ï24 kVA 

TIH L77MB/MV: 20ï23 kVA 

Voltage 1)
 

200ï240 V/50ï60 Hz 

 
TIH L33MB/LV 

 
TIH L44MB/LV 

 
- 

400ï460 V/50ï60 Hz TIH L33MB/MV TIH L44MB/MV TIH L77MB/MV 

Temperature control 0ï250 °C (32ï482 °F); in steps of 1° 0ï250 °C (32ï482 °F); in steps of 1° 0ï250 °C (32ï482 °F); in steps of 1° 

Time control 0ï120 minutes; in steps of 

0,1 minute 

0ï120 minutes; in steps of 

0,1 minute 

0ï120 minutes; in steps of 

0,1 minute 

Demagnetisation according 

to SKF norms 

 
<2A/cm 

 
<2A/cm 

 
<2A/cm 

Maximum heating temperature 2)
 250 °C (482 °F) 250 °C (482 °F) 250 °C (482 °F) 

Dimensions (w × d × h) 400 × 743 × 550 mm 

(15.8 × 29.3 × 21.7 in.) 

1 200 × 600 × 850 mm 

(47.3 × 23.6 × 33.5 in.) 

1 320 × 600 × 1 150 mm 

(52 × 23.6 × 45.3 in.) 

Weight 140 kg (309 lb) 324 kg (714 lb) 415 kg (915 lb) 

 

 
 
 
 
 

1) Some special voltage versions (e.g. 575V, 60Hz CSA ready) are available for specific countries. For additional information, please contact your local SKF authorised distributor. 
2) Depending on bearing or workpiece weight. For higher temperatures, please contact SKF. 

 

 
 
 

A unique and flexible heating solution for very large bearings and workpieces 
 

Multi-core induction heaters, TIH MC series 
 

The SKF multi-core induction heaters are energy efficient, custom-made heating solutions. 

Compared to other heating methods, they often can significantly save heating time. The TIH MC series 

are similar to the standard TIH range, with a few key differences and additional features: 

 
Å Flexible design, consisting of a number of induction heating cores and coils controlled 

by a single control and power cabinet 

Å Suitable for heating large thin section workpieces, such as slewing rings and railway wheel tyres 

Å Heating capacities of several tonnes are possible, depending on application 

Å Enables a more even temperature gradient across the whole circumference. This is especially 

important for components sensitive to uneven induction heating 

Å Unique design allows for custom-made solutions to be quickly and economically produced 

 

SKF can configure the type of TIH MC series 

heater required, depending on the 

application. For additional information, 

contact your SKF authorised distributor 



 

 

 

Dismounting 
 

SKFôs range of heating equipment enables quick and safe dismounting of cylindrical roller 

bearing inner rings and covers a wide range of applications. Aluminium heating rings TMBR 

series are designed for dismounting inner rings of small and medium-size cylindrical roller 

bearings. Adjustable and fixed induction heaters EAZ series are suitable for frequent 

dismounting of various sizes of cylindrical roller bearing inner rings. 

 
 
 

For regular dismounting of cylindrical roller bearings 
 

Aluminium heating rings TMBR series 
 

The aluminium heating rings are designed for dismounting inner rings of cylindrical roller 

bearings. After pre-heating the TMBR ring, it is clamped on the bearing inner ring to rapidly 

transfer the heat to the bearing ring and expand it for dismounting. 

 
Å Simple and easy-to-use 

Å Avoids shaft and bearing inner ring damage 
 

 
 
 
 
 

Technica l data  

Designation TMBR + bearing designation (e.g. TMBR NU216E) 

Material Aluminium 

Maximum temperature 300 °C (572 °F) 
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SKF Aliminium Heating Rings TMBR series are produced to accurately fit a 

specific bearing ring. The lists with ordering details make it easy to find the 

right TMBR for a given bearing designation. 

 
 

 
Ordering s detail s - NJ 

Bearing/ring designation TMBR designation; 
 

NJ 218 E ... TMBR NJ218E 

NJ 2318 E ... TMBR NJ2318E 
 

 
 
 

Ordering s detail s - othe rs 

Bearing/ring designation TMBR designation; 
 

NUP 215 TMBR NUP215 

313822 TMBR 313822 

NJ 120x240 TN/VA820 

NJP 120x240 TN/VA820 TMBR 120X240 

NJ 130x240 TN_VA820 

NJP 130x240 TN_VA820 TMBR NJ130X240 

 
 
 
 
 

Dismo unting  procedure 
 

 
Clean the shaft, inner ring and aluminium ring. Make sure that 

there are no damages on the shaft that could prevent the bearing 

ring removal. 

 
Coat the raceway of the inner ring with an oil with following 

specications: 

Å heat resisting 280 °C (536 °F) 

Å heat transmitting 

Å rust preventing 

Å high viscosity 

 
Heat the aluminium ring to 280 °C (536 °F). For correct 

temperature control SKF advises the use of a thermometer, 

e.g. SKF Thermometer TKDT 10 or SKF Infrared Thermometer 

TKTL 20 which are both supplied with the standard surface probe 

TMDT 2-30. 

 
Place the aluminium ring around the bearing inner ring and press 

the handles together (or clamp locking device). Wait for a short 

time, then try to rotate the tool with the ring until it comes loose 

from the shaft. 

Ordering s detail s - NU 

Bearing/ring designation TMBR designation; 
 

NU 1011 and NU 1011 E... TMBR NU1011EC 

NU 1018 M TMBR NU1018 

NU 1034 TMBR NU1034 

NU 1036 ML TMBR NU1036 

NU 206 E ... TMBR NU206EC 

NU 209 E ... TMBR NU209E 

NU 210 E ... TMBR NU210EC 

NU 212 TMBR NU212 

NU 213 TMBR NU213 

NU 213 E ... TMBR NU213E 

NU 214 TMBR NU214 

NU 214 E ... TMBR NU214EC 

NU 215 and NU 215 E ... TMBR NU215 

NUP 215 TMBR NUP215 

NU 216 and NU 216 E ... TMBR NU216EC 

NU 217 TMBR NU217 

NU 217 E ... TMBR NU217EC 

NJ 218 and NJ 218 E ... TMBR NJ218E 

NU 218 and NU 218 E ... TMBR NU218 

NU 219 E ... TMBR NU219E 

NU 2212 E ... TMBR NU2212EC 

NU 2213 E ... TMBR NU2213E 

NU 2214 E ... TMBR NU2214E 

NU 222 TMBR NU222 

NU 2224 and NU 2224 E... TMBR NU2224E 

NU 226 E ... TMBR NU226EC 

NU 236 E ... TMBR NU236E 

NU 238 E ... TMBR NU238EC 

NU 310 TMBR NU310 

NU 311 TMBR NU311 

NU 312 TMBR NU312 

NU 312 E ... TMBR NU312EC 

NU 313 TMBR NU313 

NU 313 E ... TMBR NU313EC 

NU 314 TMBR NU314 

NU 315 TMBR NU315 

NU 316 TMBR NU316 

NU 316 E ... TMBR NU316E 

NU 317 TMBR NU317 

NU 318 E ... TMBR NU318E 

NU 319 TMBR NU319 

NU 320 E ... TMBR NU320EC 

NU 322 and NU 322 E ... TMBR NU322 

NU 324 TMBR NU324 



 

 

 

Heating tools 
 
 
 

Safe and easy bearing removal in just 3 minutes 
 

Fixed induction heater EAZ series 
 

The fixed size EAZ induction heaters are designed to safely and easily dismount, and mount, 

cylindrical roller bearing inner rings, which are often mounted with a very tight interference fit. 

The modular EAZ solution consists of one or two EAZ coils that are fitted for the application and 

connected to a matching control cabinet to power and operate the coil. 

 
Å Perfect fit - EAZ coils are specifically designed for a given inner ring to achieve optimum 

dismounting performance and safe operation. 

Å Easy handling - The lifting eye, two handles and a mechanism to lock the bearing inner ring 

inside the coil streamlines the dismounting process and helps the operator to safely handle 

the heater and hot ring. 

Å Overheating protection - The EAZ coils are equipped with an overheating protection circuit 

that stops the heating process when the internal coil temperature starts overheating. 
 

 
 
 
 

Bearing  Fixed EAZ coil  
 

Inner ring 

Designation dimension (mm) Designation Voltage and current 

information 
 

F B d 
 

315189 A 179 168 160 EAZ F179MV MV: 400V, 105A / HV: 500V, 80A 
 

314190 180 130 160 EAZ F180MV MV: 400V, 85A / HV: 500V, 65A 

313812 202 168 180 EAZ F202MV MV: 400V, 85A / HV: 500V, 65A 

313893 222 200 200 EAZ F222MV MV: 400V, 125A / HV: 500V, 95A 
 

313811 226 192 200 EAZ F226MV MV: 400V, 120A / HV: 500V, 95A 

313824 260 206 230 EAZ F260MV MV: 400V, 160A / HV: 500V, 120A 

313822 312 220 280 EAZ F312MV MV: 400V, 160A / HV: 500V, 120A 

 
 

 
F    d B 

 
 
 
 
 

Cylindrical roller bearings are essential machine components for 

applications in steel, railway and other industries. In many cases 

cylindrical roller bearings experience harsh operating conditions 

and need to be replaced frequently. Fixed size EAZ heaters and 

corresponding control cabinets offer fast, easy and safe 

dismounting and mounting of cylindrical roller bearing inner rings 

and similar components. Heating the inner ring creates expansion 

that overcomes the interference fit and allows the ring to be 

moved without damaging the shaft or the ring. 

 
 
 
 

 
Fixed EAZ coils are made upon request to perfectly match your SKF bearing or 

ring dimensions and voltage execution. Please specify your application and 

supply detailed information with your request to your SKF partner. 



 

 

 

Designation No. of outputs Voltage 

(+/- 5%) 

Frequency Max. 

amperage limit 

EAZ CC 225B 

EAZ CC 350B 

1x EAZ coil 

1x EAZ coil 

400V 

400V 

50Hz 

50Hz 

225A 

350A 

EAZ CC 225A 

EAZ CC 350A 

EAZ CCD 225B 

EAZ CCD 350B 

EAZ CCD 225A 

EAZ CCD 350A 

EAZ CC 225C 

EAZ CC 350C 

EAZ CCD 250C 

EAZ CCD 350C 

1x EAZ coil 

1x EAZ coil 

2x EAZ coil 

2x EAZ coil 

2x EAZ coil 

2x EAZ coil 

1x EAZ coil 

1x EAZ coil 

2x EAZ coil 

2x EAZ coil 

500V 

500V 

400V 

400V 

500V 

500V 

440 to 480V 

440 to 480V 

440 to 480V 

440 to 480V 

50Hz 

50Hz 

50Hz 

50Hz 

50Hz 

50Hz 

60Hz 

60Hz 

60Hz 

60Hz 

225A 

350A 

225A 

350A 

225A 

350A 

225A 

350A 

225A 

350A 

 

 
 

 
Technica l data ï EAZ con trol cabine ts  

 
 
 
 
 
 
 
 
Intuitive usage 
 

Control cabinets 
 
The SKF EAZ control cabinets are designed to enable the easy operation of the EAZ coils. It allows 

the user to conveniently set the heating parameters and control the heating process. 

 
Å Intuitive usage - The control cabinets feature an intuitive touch screen that helps the operator to 

quickly set up the heater and control the heating progress. 

Å Automatic temperature control - The control cabinets can automatically stop the heating process 

when the desired temperature is reached by utilizing a temperature probe on the inner ring. 

Å Demagnetization for mounting and dismounting - The control cabinets feature automatic 

demagnetization at the end of the heating process. This reduces contamination risks and allows the 

EAZ system to be used for both mounting and dismounting applications. 

Å SSD version for two coils - For applications where different EAZ coils are required (e.g. one coil to 

remove a labyrinth seal ring and another coil to remove a double-row CRB), both EAZ coils can be 

permanently connected to the cabinet and the user can select which coil is operated. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Two different menus for mounting and dismounting with 

an intuitive touch screen navigation 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Easy operation with automatic temperature control that 

stops the heater when the selected temperature for 

mounting or dismounting is reached. 



 

 

 

Heating tools 
 
 
 

For frequent dismounting of cylindrical roller bearings 
 

Adjustable induction heaters EAZ series 
 

The SKF EAZ 80/130 and EAZ 130/170 are used for frequent dismounting of cylindrical 

bearing inner rings. Where inner rings are removed infrequently, aluminium heating rings, 

SKF TMBR series, are also available. For larger cylindrical inner rings normally found in steel 

mill applications, SKF can supply special EAZ induction heaters. 

 
Å Covers most cylindrical bearings 65 to 130 mm (2.5 to 5.1 in.) bore diameter 

Å Wide range of power supplies 

Å Avoids shaft and bearing inner ring damage 

Å Fast and reliable bearing removal 

Å Up to n6 interference fit 
 

 
 
 
 
 
 
 
 
 

Bearing  selection  chart (All  Eïtypes  bearings  included)  

Designation For bearings NJ-NUP  
EAZ 80/130 213ï220 313ï319 412ï417 1014ï1022 2213ï2220 2313ï2319 

EAZ 130/170 222ï228 321ï324 419ï422 1024ï1030 2222ï2228 2322ï2324 

  
For bearings NU      

EAZ 80/130 213ï221 313ï320 412ï418 1014ï1022 2213ï2220 2313ï2320 

EAZ 130/170 222ï228 321ï326 419ï424 1024ï1030 2222ï2228 2322ï2326 

 
 

Ordering  design ations  

Designation 

 
Power supply 

 
Current 

 
Designation 

 
Power supply 

 
Current 

EAZ 80/130A 2 × 230 V/50 Hz 40 A EAZ 130/170A 2 × 230 V/50 Hz 60 A 

EAZ 80/130B 2 × 400 V/50 Hz 45 A EAZ 130/170B 2 × 400 V/50 Hz 45 A 

EAZ 80/130C 2 × 460 V/60 Hz 25 A EAZ 130/170D 3 × 230 V/50 Hz 43 A 

EAZ 80/130D 2 × 415 V/50 Hz 35 A EAZ 130/170E 

EAZ 130/170H 

3 × 400 V/50 Hz 

3 × 415 V/50 Hz 

35 A 

30 A 

 
 

Dimensions  

Designation EAZ 80/130 EAZ 130/170 

Connection cable 5 m (16 ft) 5 m (16 ft) 

Dimensions a 

b 

c 

134 mm (5.3 in.) 

50 mm (2.0 in.) 

80 ... 132 mm (3.1... 5.2 in.) 

180 mm (7.1 in.) b 

50 mm (2.0 in.) 

130 ... 172 mm (5.1 ... 6.8 in.) 

Weight 28 kg (62 lb) 35 kg (77 lb) 

H c 
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Accessories 
 
 

For safe handling of heated components up to 150 °C (302 °F) 
 

Heat resistant gloves TMBA G11 
 

The SKF TMBA G11 are specially designed for the handling of heated bearings. 
 

Technica l data  

Designation TMBA G11 

Material Hytex 

Inner lining Cotton 

Size 9 

Colour White 

Maximum temperature 150 °C (302 °F) 

Pack size 1 pair 

 
 
 
 
 
 
 
 
 
 
 

 
Technica l data  

 

Å Lint free 

Å Heat resistant up to 150 °C (302 °F) 

Å Cut resistant 

Å Tested and certified for mechanical risks 

(EN 388) and thermal risks (EN 407) 

 
 
 
 
 
 
 
 

For safe handling of heated components up to 500 °C (932 °F) 
 

Extreme temperature gloves TMBA G11ET 
 

The SKF TMBA G11ET are especially designed for the safe handling of heated bearings 

or other components for prolonged periods. 

Designation TMBA G11ET 

Material Kevlar 

Inner lining Cotton 
 

Size 10 (EN 420 size) 

Colour Yellow 

Maximum temperature 500 °C (932 °F) 

Pack size 1 pair 

Å Withstands extreme temperatures of up to 

500 °C (932 °F) unless in the presence of hot 

liquid or steam 

Å Allows the safe handling of heated components 

Å High-degree of non-flammability reduces 

the risk of burning 

Å Extremely tough Kevlar gloves with high cut, 

abrasion, puncture and tear resistance for 

increased safety 

Å Lint free 

Å Tested and certified for mechanical risks 

(EN 388) and thermal risks (EN 407) 

 
 
 
 
 

For safe handling of oily and heated components up to 250 °C (482 °F) 
 

Heat and oil resistant gloves TMBA G11H 
 

The SKF TMBA G11H are specially designed for the handling of hot and oily bearings. 
 

Technica l data  

Designation TMBA G11H 

Material Polyaramid 

Inner lining Nitrile 

Size 10 

Colour Yellow 

Maximum temperature 250 °C (482 °F) 

Pack size 1 pair 

 

Å Offers a high degree of heat, cut, oil and 

water resistance 

Å Melt and burn resistant 

Å Maximum temperature: 250 °C (482 °F) 

Å Cut resistant 

Å Lint free 

 

Å Suitable for submerging in liquids with a 

temperature up to 120 °C (248 °F) 

hot oil bath) 

Å Remains heat resistant when wet 

Å Tested and certified for mechanical risks 

(EN 388) and thermal risks (EN 407) 



 

 

 

 

Mounting and dismounting bearings and similar components using hydraulic techniques 
 

SKF pioneered the use of hydraulic techniques for mounting bearings and associated items many  

years ago. Nowadays, the SKF hydraulic techniques are often the preferred mounting and dismounting 

method for larger bearings as well as other components. These techniques have helped to simplify 

bearing arrangements and facilitate correct and easy mounting. Using SKF hydraulic techniques for 

bearing or component dismounting reduces the risk of damaging the item or its seating. Additionally, 

greater withdrawal forces can be applied with less effort and maximum control, allowing quick and    

safe dismounting. 

 
 

With the SKF hyd rauli c mountin g and dismo untin g techni ques, you can achieve:  

Å More control, allowing precision, accuracy and repeatability to be maintained 

Å Lower risk of damaging bearings, components and shafts 

Å Less manual effort 

Å Greater operator safety 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Easy way to mount and dismount bearings and components 

 

SKF Oil Injection Method 
 

The SKF Oil Injection Method allows bearings and other components with an interference fit to be 

fitted in a safe, controllable and rapid manner. The method does not require keyways to be machined 

on the shaft, saving valuable time and money in materials and production. Interference fits have long 

been recognised for their reliability in transmitting large torsional loads. Very often, interference fits 

offer the only solution when connecting hubs to shafts with intermittent or fluctuating loads. 

 
 
 

Easy, quick  and effortless bearing  dismo unting  

When using the SKF Oil Injection Method, the mating surfaces are 

separated by a thin film of oil injected under high pressure, thereby virtually 

eliminating the friction between them. The method is versatile as it can be 

used for dismounting bearings and other components mounted on either 

cylindrical or tapered seatings. When dismounting items mounted on 

cylindrical seatings, the injected oil can reduce the required pulling forces   

by up to 90%. 

 
 

When using the SKF Oil Injection Method to dismount bearings and 

components mounted on tapered seatings, the interference fit is 

completely overcome by the injected oil. The item is then ejected from the 

seating with great force, making the use of a puller unnecessary. In this 

case, a stop-nut must be used to control the ejection of the item. For 

bearing mounting and dismounting applications, the required oil pressure 

is typically less than 100 MPa (14 500psi) and SKF hydraulic pumps can 

usually be used. However for applications such as couplings, gear and 

railway wheels, pressures of 300 MPa (43 500 psi) are more typical and 

SKF oil injectors are preferred. 
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Mounting Dismounting 
 

Tapered shafts  Cylin drica l shafts  Tapered shafts  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
+ 

 
 
 
 

 
The concept  

Injecting oil between two tapered surfaces 

creates a thin oil film, which reduces the 

friction between them, thereby significantly 

reducing the mounting force required. The 

thin oil film also minimises the risk of 

metallic contact when mounting, reducing 

the risk of component damage. 

 
The preparation  

During manufacture, the shafts are 

prepared with oil ducts and grooves. For 

technical information on how to prepare the 

shafts, consult an SKF application engineer. 

 
The action  

Bearings are mounted by pushing them up 

the shaft with the aid of an SKF HMV .. E 

nut. The force to mount the bearing is 

reduced if oil is injected between the shaft 

and the bearing. This is often done with 

larger size bearings. 

The concept  

By injecting oil of a certain viscosity between 

two shrink fitted surfaces, the mating surfaces 

will become separated by a thin oil film. The 

dismounting force required is thus greatly 

reduced. The thin oil film also minimises the 

risk of metallic contact when dismounting, 

reducing the risk of component damage. 

 
The preparation  

During manufacture, the shafts are prepared 

with oil ducts and grooves. For technical 

information on how to prepare the shafts, 

consult an SKF application engineer. 

 
The action  

Dismounting the bearing is made easier by 

pumping oil under pressure between the 

mating surfaces. Once the oil pressure has 

built up, the component can be removed from 

the shaft with a minimum of effort. 

The concept  

Injecting the oil between two tapered surfaces 

will create a reaction force which could be 

quite substantial as the oil will also act as a 

ñhydraulic cylinderò which can push the outer 

component off. 

 
The preparation  

During manufacture, the shafts are prepared 

with oil ducts and grooves. For technical 

information on how to prepare the shafts, 

consult an SKF application engineer. 

 
The action  

Bearings are dismounted by injecting oil 

between the mating surfaces and when 

sufficient pressure is reached, the bearing will 

be pushed off. A nut is required to keep the 

bearing from sliding off the shaft. 



 

 

 

 

Accurate mounting of SKF spherical roller and CARB toroidal roller bearings 

on tapered shafts and sleeves 
 

SKF Drive-up Method 
 

The SKF Drive-up Method is a well-proven method, unique to SKF, of accurately achieving the 

adjustment of SKF spherical roller and CARB toroidal roller bearings mounted on tapered seatings. 

The method incorporates the use of an SKF HMV ..E hydraulic nut fitted with a dial indicator, and a 

high accuracy digital pressure gauge, mounted on the selected pump. 

 
The correct fit is achieved by controlling the axial drive-up of the bearing from a pre-determined 

starting position, defined by the pressure in the SKF HMV..E hydraulic nut. The second stage is 

monitored by driving the bearing up a calculated distance on the taper seating. 

The starting position pressure and the drive-up distance for many SKF bearings can be determined 

by using the SKF Drive-up Method PC program, available at skf.com or by downloading the iOS or 

Andoid app for smartphones and tablets. In addition, SKFôs unique information service for mounting 

and dismount bearings, skf.com/mount, also features the SKF Drive-up Method. 

 
Å More accurate and easier than using feeler gauges 

Å Greatly reduces the time to mount spherical roller and CARB toroidal roller bearings 

Å The only suitable way to mount SKF sealed spherical roller and CARB bearings 
 

 
 
 
 
 
 
 

The SKF Drive-up Method 
Products for  the SKF  Dri ve-up Method  

Designation Description 

HMV ..E (e.g. HMV 54E) Metric thread hydraulic nut 

HMVC ..E (e.g. HMVC 54E) Inch thread hydraulic nut 

729124 DU (for nuts Ò HMV 54E) Pump with digital gauge (MPa/psi) 

TMJL 100DU (for nuts Ò HMV 92E) Pump with digital gauge (MPa/psi) 

TMJL 50DU (all sizes HMV ..E nuts) Pump with digital gauge (MPa/psi) 

THGD 100 Digital gauge only (MPa/psi) 

TMCD 10R Horizontal dial indicator (0ï10 mm) 

TMCD 5P Vertical dial indicator (0ï5 mm) 

TMCD 1/2R Horizontal dial indicator (0ï0.5 in.) 

 
 
 
 
 
 
 

Technica l data ï Hydrauli c pumps  

Designation 729124 DU TMJL 100DU TMJL 50DU 

Max. pressure 100 MPa (14 500 psi) 100 MPa (14 500 psi) 50 MPa (7 250 psi) 

Volume/stroke 0,5 cm3 (0.03 in.3) 1,0 cm3 (0.06 in.3) 3,5 cm3 (0.21 in.3) 

Oil container capacity 250 cm3 (15 in.3) 800 cm3 (48 in.3) 2 700 cm3 (165 in.3) 

Digital pressure 

gauge unit 

MPa/psi MPa/psi MPa/psi 

 

 
 

Note: All above pumps are supplied complete with digital pressure gauge, high pressure hose and quick connect coupling. 

 

 



Hydraulic tools 
 

 

 
 

Step by step procedure 
 
 

One sliding  surface 

 
1. Determine whether one or two surfaces slide during mounting; 

see figures. 

 
2. Lightly oil all mating surfaces with a thin oil, e.g. SKF LHMF 300, and carefully 

place the bearing on the shaft. 

 
3. Use the SKF Drive-up Method program or app or skf.com/mount to calculate the 

initial pressure value and required drive-up distance appropriate to the bearing 

and the mounting arrangement. 

 
 

 
 
 

Two sliding  surfaces 

4. Drive the bearing up to the starting position by applying the required hydraulic 

nut pressure. The pressure is monitored on the digital pressure gauge fitted to 

the appropriate pump. 

 
5. Drive the bearing up the taper by the calculated distance as given by the 

program, app or skf.com/mount. The axial drive-up is best monitored by a dial 

indicator. The SKF Hydraulic Nut HMV ..E is prepared for dial indicators. The 

bearing is now mounted with a suitable interference on the shaft and a suitable 

residual clearance. 

 
 
 
 
 
 
 
 
 
 
 

For use with previous generation of SKF HMV(C) hydraulic nuts 
 

Hydraulic nut drive-up adapter HMVA 42/200 
 

The SKF Drive-up Method is the preferred method for mounting SKF spherical roller and CARB 

toroidal roller bearings on tapered seatings. An adapter, used in conjunction with an SKF Dial 

Indicator, the adapter allows the previous generation of SKF HMV nuts to be used with the 

SKF Drive-up Method. The adapter can be used with nuts from size SKF HMV(C) 42 to HMV(C) 200. 

The adapter is not required for the current generation of SKF HMV(C) ..E nuts. 

 

Å One adapter suits the previous generation nuts from SKF HMV(C) 42 up to 200 

Å Rugged construction 

Å Easy to attach to the SKF HMV nut using strong magnets 

Å Used in conjunction with SKF dial indicators 



 

 

 

 

Easy application of high drive-up forces 
 

Hydraulic nuts HMV ..E series 
 

Mounting bearings on tapered seatings can be a difficult and time-consuming job. Using an 

SKF Hydraulic Nut facilitates easy and quick application of the high drive-up forces required for 

mounting bearings. Dismounting bearings mounted on either adapter or withdrawal sleeves is 

also often a difficult and time-consuming job. These problems can be reduced with the use of an 

SKF Hydraulic Nut. Oil is pumped into the nut and the piston is pushed out with a force, which is 

sufficient to free the sleeve. All SKF HMV ..E nuts are supplied with a quick connection coupling to fit 

the SKF hydraulic pumps. 

 
Å Wide size range, covering shaft diameters from 50 to 1 000 mm as standard 

Å Full range of inch threads available, series HMVC ..E from 1.967 up to 37.410 in. 

Å Quick connection coupling can be fitted on the face or side of the nut, allowing the nut to 

be used in areas where space is limited 

Å A spare set of piston seals and maintenance kit is supplied as standard 

Å To assist nut threading, a tube of lubricant is supplied with all nuts of size HMV(C) 54E 

and larger 

Å To facilitate easy nut threading, all nuts from size HMV(C) 54E are equipped with two 

tommy bars and four mating holes on their front face 

Å Nuts from size HMV(C) 94E are equipped with eyebolts, allowing easy handling 

Å Nuts from size HMV(C) 94E have the starting position of the thread indicated, facilitating 

easy matching of thread positions on both the nut and mating thread 

Å Special threads and sizes available on request 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
Maxim um workin g oi l pressure with  

permi tted pis ton displa cement of  

Technica l data ï HMV E serie s (metric)  

Designation HMV E   

Thread form 

HMV(C)éE nuts:  HMV 10E ï HMV 40E 

HMV 41E ï HMV 200E 

ISO 965 / 111-1980 tolerance class 6H 

ISO 2901-1977 tolerance class 7H 

Å HMV(C) 60E and smaller 

80 MPa (11 600 psi) 

Mounting fluid (recommended) LHMF 300 

Recommended  pumps 

Å HMV(C) 62-100E 

40 MPa (5 800 psi) 

HMV 10E ï HMV 54E 

HMV 56E ï HMV 92E 

HMV 94E ï HMV 200E 

729124* /TMJL 100 */ 728619 E /TMJL 50* 

TMJL 100* / 728619 E /TMJL 50* 

728619 E /TMJL 50* 

Å HMV(C) 102E and larger 

25 MPa (3 600 psi) 

Quick connection nipple 729832 A (included) 

Other types available 

Inch series nuts HMVC E series 
 

 
 

* Also available with digital pressure gauge (see page 71) 

 



Hydraulic tools 

 

 

 

 
 

Mounting 
 
 
 
 
 
 
 
 
 

HMV ..E nut for driving the 

bearing onto a tapered seating. 

HMV ..E nut screwed onto the shaft 

for driving in a withdrawal sleeve. 

HMV ..E nut for driving the bearing 

onto an adapter sleeve. 

HMV ..E nut and special stop 

nut for driving in a withdrawal 

sleeve. 

 
 
 
 
 

Dismounting 
 

HMV ..E nut and stop ring in position to 

press an adapter sleeve free. 

HMV ..E nut used to free a 

withdrawal sleeve. 

 

 
 
 
 
 
 
 

Ordering  details  and dimensions  ï HMV E series  (metric)  

Designation 

 
G d1 d2 d3 B B1 

 
Permitted 
piston 
displacement 

 
Piston 
area 

 
Weight 

thread mm mm mm mm mm mm mm2 kg 

HMV 10E M50×1,5 50,5 104 114 38 4 5 2 900 2,70 

HMV 11E M55×2 55,5 109 120 38 4 5 3 150 2,75 

HMV 12E M60×2 60,5 115 125 38 5 5 3 300 2,80 

HMV 13E M65×2 65,5 121 130 38 5 5 3 600 3,00 

HMV 14E M70×2 70,5 127 135 38 5 5 3 800 3,20 

HMV 15E M75×2 75,5 132 140 38 5 5 4 000 3,40 

HMV 16E M80×2 80,5 137 146 38 5 5 4 200 3,70 

HMV 17E M85×2 85,5 142 150 38 5 5 4 400 3,75 

HMV 18E M90×2 90,5 147 156 38 5 5 4 700 4,00 

HMV 19E M95×2 95,5 153 162 38 5 5 4 900 4,30 

HMV 20E M100×2 100,5 158 166 38 6 5 5 100 4,40 

HMV 21E M105×2 105,5 163 172 38 6 5 5 300 4,65 

HMV 22E M110×2 110,5 169 178 38 6 5 5 600 4,95 

HMV 23E M115×2 115,5 174 182 38 6 5 5 800 5,00 

HMV 24E M120×2 120,5 179 188 38 6 5 6 000 5,25 

HMV 25E M125×2 125,5 184 192 38 6 5 6 200 5,35 

HMV 26E M130×2 130,5 190 198 38 6 5 6 400 5,65 

HMV 27E M135×2 135,5 195 204 38 6 5 6 600 5,90 

HMV 28E M140×2 140,5 200 208 38 7 5 6 800 6,00 

HMV 29E M145×2 145,5 206 214 39 7 5 7 300 6,50 

HMV 30E M150×2 150,5 211 220 39 7 5 7 500 6,60 

HMV 31E M155×3 155,5 218 226 39 7 5 8 100 6,95 

HMV 32E M160×3 160,5 224 232 40 7 6 8 600 7,60 

HMV 33E M165×3 165,5 229 238 40 7 6 8 900 7,90 

 
 
 
 
 
 
 
 
 
 
 

B 

G1/4  
B1 

 
 
 
 
 

d3     G d1     d2 



 

 

 

 B  
G1/4 

 
   

B1 

 

 

Ordering  details  and dimensions  ï HMV E series  (metric)  

Designation G d1 d2 d3 B B1 Permitted 
piston 

Piston 
area 

Weight  

       displacement   
 thread mm mm mm mm mm mm mm2

  
HMV 34E M170×3 170,5 235 244 41 7 6 9 400 8,40 

HMV 36E M180×3 180,5 247 256 41 7 6 10 300 9,15 

HMV 38E M190×3 191 259 270 42 8 7 11 500 10,5 

HMV 40E M200×3 201 271 282 43 8 8 12 500 11,5 

HMV 41E Tr205×4 207 276 288 43 8 8 12 800 12,0 

HMV 42E Tr210×4 212 282 294 44 8 9 13 400 12,5 

HMV 43E Tr215×4 217 287 300 44 8 9 13 700 13,0 

HMV 44E Tr220×4 222 293 306 44 8 9 14 400 13,5 

HMV 45E Tr225×4 227 300 312 45 8 9 15 200 14,5 

HMV 46E Tr230×4 232 305 318 45 8 9 15 500 14,5 

HMV 47E Tr235×4 237 311 326 46 8 10 16 200 16,0 

HMV 50E Tr250×4 252 329 342 46 9 10 17 600 17,5 

HMV 52E Tr260×4 262 341 356 47 9 11 18 800 19,0 

HMV 54E Tr270×4 272 352 368 48 9 12 19 800 20,5 

HMV 56E Tr280×4 282 363 380 49 9 12 21 100 22,0 

HMV 58E Tr290×4 292 375 390 49 9 13 22 400 22,5 

HMV 60E Tr300×4 302 386 404 51 10 14 23 600 25,5 

HMV 62E Tr310×5 312 397 416 52 10 14 24 900 27,0 d3 G  
d1 d2 

HMV 64E Tr320×5 322 409 428 53 10 14 26 300 29,5  
HMV 66E Tr330×5 332 419 438 53 10 14 27 000 30,0 

HMV 68E Tr340×5 342 430 450 54 10 14 28 400 31,5 

HMV 69E Tr345×5 347 436 456 54 10 14 29 400 32,5 

HMV 70E Tr350×5 352 442 464 56 10 14 29 900 35,0 

HMV 72E Tr360×5 362 455 472 56 10 15 31 300 35,5 

HMV 73E Tr365×5 367 460 482 57 11 15 31 700 38,5 

HMV 74E Tr370×5 372 466 486 57 11 16 32 800 39,0 

HMV 76E Tr380×5 382 476 498 58 11 16 33 500 40,5 

HMV 77E Tr385×5 387 483 504 58 11 16 34 700 41,0 

HMV 80E Tr400×5 402 499 522 60 11 17 36 700 45,5 

HMV 82E Tr410×5 412 510 534 61 11 17 38 300 48,0 

HMV 84E Tr420×5 422 522 546 61 11 17 40 000 50,0 

HMV 86E Tr430×5 432 532 556 62 11 17 40 800 52,5 

HMV 88E Tr440×5 442 543 566 62 12 17 42 500 54,0 

HMV 90E Tr450×5 452 554 580 64 12 17 44 100 57,5 

HMV 92E Tr460×5 462 565 590 64 12 17 45 100 60,0 

HMV 94E Tr470×5 472 576 602 65 12 18 46 900 62,0 

HMV 96E Tr480×5 482 587 612 65 12 19 48 600 63,0 

HMV 98E Tr490×5 492 597 624 66 12 19 49 500 66,0 

HMV 100E Tr500×5 502 609 636 67 12 19 51 500 70,0 

HMV 102E Tr510×6 512 624 648 68 12 20 53 300 74,0 

HMV 104E Tr520×6 522 634 658 68 13 20 54 300 75,0 

HMV 106E Tr530×6 532 645 670 69 13 21 56 200 79,0 

HMV 108E Tr540×6 542 657 682 69 13 21 58 200 81,0 

HMV 110E Tr550×6 552 667 693 70 13 21 59 200 84,0 

HMV 112E Tr560×6 562 678 704 71 13 22 61 200 88,0 

HMV 114E Tr570×6 572 689 716 72 13 23 63 200 91,0 

HMV 116E Tr580×6 582 699 726 72 13 23 64 200 94,0 

HMV 120E Tr600×6 602 721 748 73 13 23 67 300 100 

HMV 126E Tr630×6 632 754 782 74 14 23 72 900 110 

HMV 130E Tr650×6 652 775 804 75 14 23 76 200 115 

HMV 134E Tr670×6 672 796 826 76 14 24 79 500 120 

HMV 138E Tr690×6 692 819 848 77 14 25 84 200 127 

HMV 142E Tr710×7 712 840 870 78 15 25 87 700 135 

HMV 150E Tr750×7 752 883 912 79 15 25 95 200 146 

HMV 160E Tr800×7 802 936 965 80 16 25 103 900 161 

HMV 170E Tr850×7 852 990 1 020 83 16 26 114 600 181 

HMV 180E Tr900×7 902 1 043 1 075 86 17 30 124 100 205 

HMV 190E Tr950×8 952 1 097 1 126 86 17 30 135 700 218 

HMV 200E Tr1000×8 1 002 1 150 1 180 88 17 34 145 800 239 
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Technica l data ï HMVC E serie s (inch)  

Designation HMVC E 

Thread form 

HMVC 10E ï HMVC 64E 

HMVC 68E ï HMVC 190E 

American National Form Threads Class 3 

ACME General Purpose Threads Class 3 G 

Mounting fluid LHMF 300 

Recommended  pumps 

HMVC 10E ï HMVC 52E 

HMVC 56E ï HMVC 92E 

HMVC 94E ï HMVC 190E 

729124 / TMJL 100 / 728619 E / TMJL 50 

TMJL 100 / 728619 E / TMJL 50 

728619 E / TMJL 50 

Quick connection nipple 729832 A (included) 

Other types available 

Inch series nuts HMVC E series 

 
 
 
 
 

Ordering  details  and dimensions  ï HMVC E series  (inch)  

Designation Pitch 
diameter 

Threads Permitted 
piston 
displacement 

Piston 
area 

Weight 

G d1 d2 d3 B B1 

in. in. in. in. in. in. in. in. in.2 lb 
 

HMVC 10E 1.967 1.9309 18 2.0 4.1 4.5 1.5 0.16 0.20 4.5 6.0 

HMVC 11E 2.157 2.1209 18 2.2 4.3 4.7 1.5 0.16 0.20 4.9 6.1 

HMVC 12E 2.360 2.3239 18 2.4 4.5 4.9 1.5 0.20 0.20 5.1 6.2 

HMVC 13E 2.548 2.5119 18 2.6 4.8 5.1 1.5 0.20 0.20 5.6 6.6 

HMVC 14E 2.751 2.7149 18 2.8 5.0 5.3 1.5 0.20 0.20 5.9 7.1 

HMVC 15E 2.933 2.8789 12 3.0 5.2 5.5 1.5 0.20 0.20 6.2 7.5 

HMVC 16E 3.137 3.0829 12 3.2 5.4 5.7 1.5 0.20 0.20 6.5 8.2 

HMVC 17E 3.340 3.2859 12 3.4 5.6 5.9 1.5 0.20 0.20 6.8 8.3 

HMVC 18E 3.527 3.4729 12 3.6 5.8 6.1 1.5 0.20 0.20 7.3 8.8 

HMVC 19E 3.730 3.6759 12 3.8 6.0 6.4 1.5 0.20 0.20 7.6 9.5 

HMVC 20E 3.918 3.8639 12 4.0 6.2 6.5 1.5 0.24 0.20 7.9 9.7 

HMVC 21E 4.122 4.0679 12 4.2 6.4 6.8 1.5 0.24 0.20 8.2 10.3 

HMVC 22E 4.325 4.2709 12 4.4 6.7 7.0 1.5 0.24 0.20 8.7 10.9 

HMVC 24E 4.716 4.6619 12 4.7 7.0 7.4 1.5 0.24 0.20 9.3 11.6 

HMVC 26E 5.106 5.0519 12 5.1 7.5 7.8 1.5 0.24 0.20 9.9 12.5 

HMVC 28E 5.497 5.4429 12 5.5 7.9 8.2 1.5 0.28 0.20 10.5 13.2 

HMVC 30E 5.888 5.8339 12 5.9 8.3 8.7 1.5 0.28 0.20 11.6 14.6 

HMVC 32E 6.284 6.2028 8 6.3 8.8 9.1 1.6 0.28 0.24 13.3 16.8 

HMVC 34E 6.659 6.5778 8 6.7 9.3 9.6 1.6 0.28 0.24 14.6 18.5 

HMVC 36E 7.066 6.9848 8 7.1 9.7 10.1 1.6 0.28 0.24 16.0 20.2 

HMVC 38E 7.472 7.3908 8 7.5 10.2 10.6 1.7 0.31 0.28 17.8 23.1 

HMVC 40E 7.847 7.7658 8 7.9 10.7 11.1 1.7 0.31 0.31 19.4 25.4 

HMVC 44E 8.628 8.5468 8 8.7 11.5 12.0 1.7 0.31 0.35 22.3 29.8 

HMVC 46E 9.125 9.0440 8 9.1 12.0 12.5 1.8 0.31 0.35 24.0 31.9 

HMVC 48E 9.442 9.3337 6 9.5 12.4 13.0 1.8 0.35 0.39 25.6 35.3 

HMVC 52E 10.192 10.0837 6 10.3 13.4 14.0 1.9 0.35 0.43 29.1 41.9 

HMVC 54E 10.604 10.4960 6 10.7 13.9 14.5 1.9 0.35 0.47 30.7 45.2 

HMVC 56E 11.004 10.8957 6 11.1 14.3 15.0 1.9 0.35 0.47 32.7 48.5 

HMVC 60E 11.785 11.6767 6 11.9 15.2 15.9 2.0 0.39 0.55 36.6 56.2 

HMVC 64E 12.562 12.4537 6 12.7 16.1 16.9 2.1 0.39 0.55 40.8 65.0 

HMVC 68E 13.339 13.2190 5 13.5 16.9 17.7 2.1 0.39 0.55 44.0 69.4 

HMVC 72E 14.170 14.0500 5 14.3 17.9 18.6 2.2 0.39 0.59 48.5 78.3 

HMVC 76E 14.957 14.8370 5 15.0 18.7 19.6 2.3 0.43 0.63 51.9 89.3 

HMVC 80E 15.745 15.6250 5 15.8 19.6 20.6 2.4 0.43 0.67 56.9 100 

HMVC 84E 16.532 16.4120 5 16.6 20.6 21.5 2.4 0.43 0.67 62.0 110 

HMVC 88E 17.319 17.1990 5 17.4 21.4 22.3 2.4 0.47 0.67 65.9 119 

HMVC 92E 18.107 17.9870 5 18.2 22.2 23.3 2.5 0.47 0.67 69.9 132 

HMVC 96E 18.894 18.7740 5 19.0 23.1 24.1 2.6 0.47 0.75 75.3 139 

HMVC 100E 19.682 19.5620 5 19.8 24.0 25.0 2.6 0.47 0.75 79.8 154 
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Ordering  details  and dimensions  ï HMVC E series  (inch)  

Designation  Pitch 
diameter 

Threads      Permitted 
piston 
displacement 

Piston 
area 

Weight 

 G   d1 d2 d3 B B1    
 in. in.  in. in. in. in. in. in. in.2 lb 

HMVC 106E 20.867 20.7220 4 20.9 25.4 26.4 2.7 0.51 0.83 87.1 174 

HMVC 112E 22.048 21.9030 4 22.1 26.7 27.7 2.8 0.51 0.87 94.9 194 

HMVC 120E 23.623 23.4780 4 23.7 28.4 29.4 2.9 0.51 0.91 104.3 220 

HMVC 126E 24.804 24.6590 4 24.9 29.7 30.8 2.9 0.55 0.91 113.0 243 

HMVC 134E 26.379 26.2340 4 26.5 31.3 32.5 3.0 0.55 0.94 123.2 265 

HMVC 142E 27.961 27.7740 3 28.0 33.1 34.3 3.1 0.59 0.98 135.9 298 

HMVC 150E 29.536 29.3490 3 29.6 34.8 35.9 3.1 0.59 0.98 147.6 322 

HMVC 160E 31.504 31.3170 3 31.6 36.9 38.0 3.1 0.63 0.98 161.0 355 

HMVC 170E 33.473 33.2860 3 33.5 39.0 40.2 3.3 0.63 1.02 177.6 399 

HMVC 180E 35.441 35.2540 3 35.5 41.1 42.3 3.4 0.67 1.18 192.4 452 

HMVC 190E 37.410 37.2230 3 37.5 43.2 44.3 3.4 0.67 1.18 210.3 481 

 
 
 
 

 

SKF Hydraulic pumps and oil injectors 
 
 

THAP 030E 

Air-driven hydraulic pump 

30 MPa (4 350 psi) 

THAP 150E 

70 Air-driven hydraulic pump 

150 MPa (21 750 psi) 70
 

TMJL 50 

Hydraulic pump  

50 MPa (7 250 psi) 

 

 
 
 
 

THHP 300 

66 Hydraulic pump 

300 MPa (43 500 psi)
 68

 

 
 

729124 

Hydraulic pump 

100 MPa (14 500 psi) 
 

 
 
 

TMJL 100 

Hydraulic pump 

100 MPa (14 500 psi) 

 
 
 

 
66 THAP 300E 

THAP 400E 

Air-driven oil injectors 70 

300 MPa (43 500 psi) 

400 MPa (58 000 psi) 
 

 
67 

 
 

 
 

728619 E 

Hydraulic pump 

150 MPa (21 750 psi) 

226400 E 

226400 E/400 
69 

Oil injectors 

300 MPa (43 500 psi) 

67 400 MPa (58 000 psi) 
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Hydraulic  pump and oil  injec tor  selection  guide  

 
Max. working Oil container Connection 

 

pressure Pump Type capacity nipple Application examples 1) 

 
30 MPa 

(4 350 psi) 

 
50 MPa 

(7 250 psi) 

 
100 MPa 

(14 500 psi) 
 
 
 
 
 
 

150 MPa 

(21 750 psi) 

 
THAP 030E 

 
 

TMJL 50 2) 

 
 

729124 2) 
 

 
 

TMJL 100 2) 

 
 
 

THAP 150E 

 
 

728619 E 

 
Air-driven pump Separate container G 3/4 SKF OK Coupling hydraulic chamber 

 
 

Hand operated pump 2 700 cm3 (165 in.3) G 1/4 All SKF HMV..E hydraulic nuts 
SKF OK Coupling hydraulic chamber 

 
Hand operated pump 250 cm3 (15 in.3) G 1/4 SKF HMV..E hydraulic nuts of size HMV 54 

and smaller 

Oil injection for small bearing seatings 

 
Hand operated pump 800 cm3 (48 in.3) G 1/4 SKF HMV..E hydraulic nuts of size HMV 92 

and smaller 

Oil injection for medium bearing seatings 

 
Air-driven pump Separate container G 3/4 Bolt tensioners, propellers 

Oil injection for large bearing seatings 

 
Hand operated pump 2 550 cm3 (155 in.3) G 1/4 SKF HMV..E hydraulic nuts 

Oil injection for large bearing seatings and 

SKF Supergrip bolts 

 
300 MPa 

(43 500 psi) 

 
 
 
 
 
 
 
 
 

400 MPa 

(58 000 psi) 

 
THAP 300E 

 

 
 

226400 E 
 

 
 

THHP 300 
 

 
 

THAP 400E 
 

 
 

226400 E/400 

 

Air-driven oil injector Separate container G 3/4 OK Couplings 
Large pressure joints 

Oil injection for large gears and railway wheels 

 
Hand operated 200 cm3 (12.2 in.3) G 3/4 OK Couplings 
oil injector Oil injection for gears and railway wheels 

Pressure joints 

 
Hand operated 1 800 cm3 (110 in.3) G 1/4 OK Couplings 

pump 
G 3/4 

Oil injection for gears and railway wheels 
Pressure joints 

 
Air-driven oil injector Separate container G 3/4 OK Couplings 

Large pressure joints 

Oil injection for large gears and railway wheels 

 
Hand operated 200 cm3 (12.2 in.3) G 3/4 OK Couplings 
oil injector Oil injection for gears and railway wheels 

Pressure joints 

 
1) The interference ýt and application size may mean that a pump / injector with a higher pressure and/or container volume is required. 

2) Also available with digital pressure gauge (see page p71) 



 

 

 

 

Hydraulic pumps 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

50 MPa (7 250 psi) 
 

Hydraulic pump TMJL 50 
 

The SKF TMJL 50 is mainly intended for larger SKF Hydraulic Nuts and 

SKF OK Coupling hydraulic chambers, but is also suitable for applications 

where a maximum pressure of 50 MPa (7 250 psi) is required. 

 
Å Large oil container capacity 2 700 cm3 (165 in.3) 

Å Over pressure valve and connection port for a pressure gauge 

Å Packed in a sturdy protective case 

 
Applications  

Å SKF OK Coupling hydraulic chambers 

Å All sizes SKF Hydraulic Nuts 

Å Oil injection applications where the maximum pressure 

is 50 MPa (7 250 psi) 

 

 
 

100 MPa (14 500 psi) 
 

Hydraulic pump 729124 
 

The SKF 729124 is mainly intended for SKF Hydraulic Nuts (Ò HMV 54E)  

to mount bearings or components where a maximum pressure of 100 MPa 

(14 500 psi) is required. 

 
Å Oil container capacity 250 cm3 (15 in.3) 

Å Fitted with a pressure gauge 

Å Packed in a sturdy protective case 

 
Applications  

Å SKF Hydraulic Nuts Ò HMV 54E 

Å Oil injection applications where the maximum pressure 

is 100 MPa (14 500 psi) 

 
 
 
 
 
 
 
 

Technica l data  

Designation 

 
TMJL 50 

 
729124 

 
TMJL 100 

 
728619 E 

Maximum pressure 50 MPa (7 250 psi) 100 MPa (14 500 psi) 100 MPa (14 500 psi) 150 MPa (21 750 psi) 

Oil container capacity 2 700 cm3 (165 in.3) 250 cm3 (15 in.3) 800 cm3 (48 in.3) 2 550 cm3 (155 in.3) 

Volume/stroke 3,5 cm3 (0.21 in.3) 0,5 cm3 (0.03 in.3) 1,0 cm3 (0.06 in.3) 1st stage: 20 cm3 below 2,5 MPa 

(1.2 in.3 below 362 psi) 

2nd stage: 1 cm3 above 2,5 MPa 

(0.06 in.3 above 362 psi) 

Length of pressure hose fitted with 3 000 mm (118 in.) 1 500 mm (59 in.) 3 000 mm (118 in.) 3 000 mm (118 in.) 

quick connection coupling     
Connection nipple (included) G1/4 quick connection G1/4 quick connection G1/4 quick connection G1/4 quick connection 

Weight 12 kg (26 lb) 3,5 kg (8 lb) 13 kg (29 lb) 11,4 kg (25 lb) 

 
 

All SKF Hydraulic Pumps are filled with SKF Mounting Fluid and are supplied with an extra litre of fluid. 

 

 



Hydraulic tools 
 

 

 

 
 

Large oil container 100 MPa (14 500 psi) 
 

Hydraulic pump TMJL 100 
 

The SKF TMJL 100 pump is mainly intended for use with hydraulic nuts 

(Ò HMV 92E) to mount bearings or components where a maximum 

pressure of 100 MPa (14 500 psi) is required. 

 
Å Oil container capacity 800 cm3 (48 in.3) 

Å Fitted with a pressure gauge 

Å Packed in a sturdy protective case 

 
Applications  

Å SKF Hydraulic Nuts Ò HMV 92E 

Å Oil injection applications where the maximum pressure 

is 100 MPa (14 500 psi) 

Å Suitable with SKF Hydraulic Assisted Pullers TMHP series 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

LHMF 300 LHDF 900 

150 MPa (21 750 psi) 
 

Hydraulic pump 728619 E 
 

The SKF 728619 E is a two-stage pump suitable for use with SKF 

Supergrip Bolts and to mount bearings or components where a maximum 

pressure of 150 MPa (21 750 psi) is required. 

 
Å Oil container capacity 2 550 cm3 (155 in.3) 

Å Two stage pressure pumping 

Å Fitted with a pressure gauge 

Å Packed in a sturdy protective case 

 
Applications  

Å SKF Supergrip Bolts 

Å Oil injection applications where the maximum pressure 

is 150 MPa (21 750 psi) 

Å All sizes SKF Hydraulic Nuts 

 
 
 
 
 
 
 

 
Mounting  fluid  LHMF 300 and 

Dismo unting  fluid  LHDF 900 

 
SKF mounting and dismounting fluids are suitable for use with 

SKF hydraulic equipment, including hydraulic pumps, HMV ..E nuts and 

oil injection tools in mounting and dismounting jobs. All SKF Hydraulic 

Pumps are filled with SKF Mounting Fluid LHMF 300 and are supplied 

with an extra litre of fluid. 

 
For more information, see page 76 



 

 

 

 

Easy-to-connect manual hydraulic pump develops oil pressures up to 300 MPa (43 500 psi) 
 

Hydraulic pump THHP 300 
 

The THHP 300 is a high pressure, hand-operated hydraulic pump that is suitable for many applications using the SKF Oil Injection 

Method, for oil pressures up to 300 MPa (43 500 psi). It can be used straight from the case: mount the appropriate THPN nipple on 

the application and then screw on the quick connection nipple. Connecting the hose to the nipple on the application enables a  

supply of high pressure oil. The two stage pump includes a 0-300 MPa (0-43 500 psi) pressure gauge, high pressure hose and  

quick connection coupling. Connection nipples enable both G1/4 and G3/4 connections. The THHP 300 is ready to use with minimal 

preparation ï allowing oil injection to be applied straight away, speeding up mounting and dismounting. Oil is automatically   

returned to the reservoir once pressure has been released, minimising the risk of leakage. 

 

Å Two stage pump design to quickly reach high 

pressures up to 300 MPa (43 500 psi) 

Å Large, mounted gauge shows pressures over 

the full pressure range 

Å Glycerine filled pressure gauge dampens 

shocks and pressure peaks, giving 

longer service life and is easier to read. 

Å Easy to use ï it comes with a high-pressure 

hose, a quick connection coupling is included 

and various nipples to connect to the most 

common applications 

Å Applicable in wide range of industries 

including rail and marine 

Å Design minimises the risk of oil leaking into 

the environment 

Å Packed in a sturdy protective case 

 
Applications  

Å Railway wheels 

Å Tyres, propellers, gears and other similar 

applications 

Å Oil injection applications where the maximum 

pressure is 300 MPa (43 500 psi) 

 

 

Technica l data  

Designation                                      THHP 300 

Maximum pressure                          300 MPa (43 500 psi) 

Volume per stroke 1st Stage   40 cm3 (2.43 in3) ï below 1.6 MPa (232 psi) 

Volume per stroke 2nd Stage        0.5 cm3 (0.03 in3) ï above 1.6 MPa (232 psi) 

Oil reservoir capacity                        1.8 litres (110 in3) / 1.6 litres (97.6 in3 ) 

usable 

Pressure gauge                                 0-300 MPa (0-43 500 psi) 

Diameter 100 mm (4 in) 

Accuracy 1% of full scale 

Hose length                                      2 m (78 in) 

Hose connection threads                 G1/4 female to pump 

M16 male thread with special sealing design 

to attach to the quick connection coupling 

Maximum torque for M16 thread      40~50 Nm (29.5~36.9 ft-lb) 

 
 
 

Case dimensions 920 × 318 × 380 mm (36.2 × 12.5 × 15.0 in) 

Unit weight 7.5 kg (16.5 lb) 

Total weight (incl. case) 20.4 kg (50 lb) 

Case contents 1 × Hydraulic pump body 

1 × High pressure hose 

1 × Pressure gauge and protection sleeve 

1 × Quick connection coupling 

1 × Quick connection nipple 

1 × Connection nipple M16 (m) - G1/4 (m) 

1 × Connection nipple M16 (m) - G3/4 (m) 

1 × Mounting fluid (1 litre) 
 

 
Optional connection nipples 

THPN M16G1/8 Connection nipple M16 (m) - G1/8 (m) 
Main dimensions of the pump 

(without hose and gauge) 

574 × 130 × 200 mm ( 22.6 × 5.1 × 7.9 in)  

THPN M16G3/8 Connection nipple M16 (m) - G3/8 (m) 

THPN M16G1/2 Connection nipple M16 (m) - G1/2 (m) 
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Technica l data  

Designation 

 
226402 

Maximum pressure 400 MPa (58 000 psi) 

Pressure gauge connection G1/2 

Pressure pipe connection 

Weight 

G3/4 

2,55 kg (5.6 lb) 

 

 
 
 

300 and 400 MPa (43 500 and 58 000 psi) 
 

Oil injector 226400 E series 
 

The 226400 E series is suitable for many applications using the SKF Oil Injection Method. The 

injector is supplied with an oil reservoir in a compact carrying case. The injector can be 

mounted directly onto the work piece or connected to an adapter block to make a floor 

standing model, making it easy to connect pressure gauges and high-pressure hoses. For 

applications where 400 MPa (58 000 psi) is required, the SKF 226400 E/400 is available. 

 

Å Easy to operate 

Å Compact carrying case 

Å When the pressure is released, the unused oil 

is automatically returned to the reservoir, 

minimizing the risk of oil leakage to the 

environment 

Å Oil container capacity 200 cm3 (12.2 in.3) 

Å Can be used with a wide range of accessories, 

such as: 

ï Adapter block 

ï Pressure gauges 

 
 
 
 
 
 
 
 
 
 
 

Technica l data  

Designation 226400 E 226400 E/400   

ï High pressure hoses 

ï Connecting nipples 

Maximum pressure 300 MPa 

(43 500 psi) 

Volume per stroke 0,23 cm3
 

(0.014 in.3) 

Oil reservoir capacity 200 cm3
 

(12.2 in.3) 

400 MPa 

(58 000 psi) 

0,23 cm3
 

(0.014 in.3) 

200 cm3
 

(12.2 in.3) 

Connecting threads G3/4 G3/4 

 
 
 
 
 

Adapter block 226402 
 

The adapter block SKF 226402 consists of a cast steel block to which a pressure gauge and 

high-pressure hose can be connected. It comes with a floor support and a 90 degree 

connection nipple for the oil reservoir. To be used in combination with 729101-CK (page 76) 

up to 300 MPa (43 500 psi). 
 

 
 
 
 
 
 
 
 
 
 
 
 

245 
 

 
 

610 
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30, 150, 300 and 400 MPa (4 350, 21 750, 43 500 and 58 000 psi) 
 

Air-driven hydraulic pumps and oil injectors, THAP E series 
 

The THAP E air-driven hydraulic pumps and oil injectors are available in four different pressure 

versions. They can be used for mounting OK Couplings, large pressure joints such as bearings, 

flywheels, couplings and railway wheels. The THAP E unit consists 

of a hydraulic pump or high pressure oil injector, driven by an air motor. 

 
The units are supplied in a sturdy case including oil suction and return hoses with quick connect 

couplings. The units can also be supplied in complete sets, consisting of a THAP E and such 

accessories as a pressure gauge and pressure hose. 
 
 

Å Time savings compared to hand operated 

pumps and oil injectors 

Å Portable 

Å Continuous supply of oil 

Å Internal air pressure limiter helps ensure safe 

operation 

Å Low air consumption 

Å Wide operating temperature range 

Å Sturdy storage boxes 

Å Low, medium and high pressure units 

Applications  

Å SKF OK Couplings 

Å Mounting bearings 

Å Mounting ship propellers, rudder pintles, 

railway wheels and other similar applications 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

THAP 300E 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
THAP 400E/K10 

 
Technica l data  

Designation 

 
THAP 030E 

  
THAP 150E 

  
THAP 300E 

  
THAP 400E 

 

Nominal hydraulic pressure 30 MPa (4 350 psi) 150 MPa (21 750 psi) 300 MPa (43 500 psi) 400 MPa (58 000 psi) 

Operating air pressure 1)
 7 bar (101.5 psi) 7 bar (101.5 psi) 7 bar (101.5 psi) 7 bar (101.5 psi) 

Volume/stroke 
 

Oil outlet 

10 cm3 

G3/4 

(0.61 in.3) 1,92 cm3 

G3/4 

(0.12 in.3) 0,83 cm3 

G3/4 

(0.05 in.3) 0,64 cm3 

G3/4 

(0.039 in.3) 

Length 350 mm (13.9 in.) 350 mm (13.9 in.) 405 mm (16 in.) 405 mm (16 in.) 

Height 202 mm (8 in.) 202 mm (8 in.) 202 mm (8 in.) 202 mm (8 in.) 

Width 171 mm (6.7 in.) 171 mm (6.7 in.) 171 mm (6.7 in.) 171 mm (6.7 in.) 

Weight 11,5 kg (25.3 lb) 11,5 kg (25.3 lb) 13 kg (28.6 lb) 13 kg (28.6 lb) 

 

Also available as complete set in carrying case 

THAP 030E/SK1 Consisting of pump, pressure hose and connecting nipples. 
 

THAP 150E/SK1 Consisting of pump, pressure gauge, pressure hose and connecting nipples. 
 

THAP 300E/K10 Consisting of oil injector, pressure gauge, high pressure hose and connecting nipples. 

THAP 400E/K10 Consisting of oil injector, pressure gauge, high pressure hose and connecting nipples. 

 
1) Air pressures above 7 bar are automatically limited to 7 bar by an internal air limiter. 

 



 

 

 



 

 

 

 MPa psi mm in.  kg lb % of full scale 

1077587 0ï100 0ï14 500 110 4.33 G1/2 1,00 2.2 1 

1077587/2 0ï100 0ï14 500 69 2.72 G1/4 0,25 0.6 1,6 

THGD 100 1)
 0ï100 0ï14 500 79 3.10 G1/4 0,54 1.2 0,1 

1077589 0ï300 0ï43 500 110 4.33 G1/2 1,00 2.2 1 

1077589/3 0ï400 0ï58 000 110 4.33 G1/2 1,00 2.2 1 

 

 

100 to 400 MPa (14 500 to 58 000 psi) 
 

Pressure gauges 
 

SKF Pressure Gauges are designed to fit SKF Hydraulic Pumps and SKF Oil Injectors. The gauges 

are all liquid filled and/or equipped with a restriction screw in order to absorb any sudden pressure 

drop thereby preventing damage. Safety glass and blowout discs are standard for all gauges and all 

have dual scales (MPa/psi). 

 
Å Covers pressures of 100 to 400 MPa (14 500 to 58 000 psi) 

Å Protection against sudden pressure drops 

Å Safety glass and blow out discs on all gauges 

Å Stainless steel case 

Å Dual scales MPa/psi 

Å Easy to read, high visibility yellow gauge faces 

 
 

The Digital oil pressure gauge, THGD 100, 

is used to accurately measure the hydraulic 

pressure when mounting bearings using the 

SKF Drive-up Method. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1077587 1077589 1077589/3 1077587/2 

 
 
 

Technica l data  

Designation Pressure range Diameter (H) Connection 
thread 

 

 
Weight Accuracy 

 
 
 
 

H 

 
 
 
 

1) Digital pressure gauge G 
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A E D 

 

   
 

 
  

A E D 

 

   
 

Accessories  
Maximum working pressure up to 400 MPa (58 000 psi) 

 

Pressure hoses 
 

The pressure hoses and high pressure hoses are designed to connect in an easy manner 

the SKF pumps and injector sets to the application with its pressure joint. They must be used 

together with the appropriate quick connection couplings and nipples according to the maximum 

pressure applied. 

 

 
Å Safety note: 

Pressure hoses are subject to ageing and after a number of years the performance deteriorates. 

All SKF Pressure hoses are hard marked with the year in which their life expires. 

 
 
 
 

Technica l data  

Designation 729126 729834 THAP 300-H/2 THHP 300-2H THAP 400-H/2 

 
d 6.4 mm (0.25 in.) 4.8 mm (0.19 in. ) 3.9 mm (0.15 in.) 3.9 mm (0.15 in.) 4.6 mm (0.18 in.) 

D 13 mm (0.5 in.) 12 mm (0.5 in. ) 12 mm (0.5 in.) 12 mm (0.5 in.) 15 mm (0.6 in.) 

A 25.4 mm (1.0 in.) 25.4 mm (1.0 in.) 19.6 mm (0.77 in.) 25.4 mm (1.00 in.) 19.6 mmm (0.77 in.) 

E 19 mm (0.75 in.) 15 mm (0.6 in.) 19 mm (0.75 in.) 19 mm (0.75 in.) 23 mm (0.90 in.) 

Maximum working pressure 100 MPa (14 500 psi) 150 MPa (21 750 psi) 300 MPa (43 500 psi) 300 MPa (43 500 psi) 400 MPa (58 000 psi) 

Minimum bending radius 80 mm (3.2 in.) 130 mm (5.1 in.) 140 mm (5.5 in.) 140 mm (5.5 in.) 200 mm (7.9 in.) 

End fitting - Left G1/4  (m) G1/4  (m) M16x1.5 (m) G1/4 (f) M16x1.5 (m) 

End fitting - Right G1/4  (m) G1/4  (m) M16x1.5 (m) M16x1.5 (m) M16x1.5 (m) 

Spanner fitting - Left                 Hex 22 (7/8")                  Hex 22 (7/8")                  Hex 17 mm (11/16")           Hex 22 mm (7/8")               Hex 17 mm (11/16") 

Spanner fitting - Right               Hex 22 (7/8")                Hex 22 (7/8")                Hex 17 mm (11/16")           Hex 17 mm (11/16")           Hex 17 mm (11/16") 

Tightening torque                           40 Nm (29.5 ft-lb)              40 Nm (29.5 ft-lb)              45 Nm (33.2 ft-lb.)             45 Nm (33.2 ft-lb.)             45 Nm (33.2 ft-lb.) 

Working temperature -40 to 100 °C 

(-40 to 212 °F) 

-10 to 100 °C 

(14 to 212 °F) 

-20 to 80 °C 

(-4 to 176 °F) 

-20 to 80 °C 

(-4 to 176 °F) 

-20 to 80 °C 

(-4 to 176°F) 

Length 1 500 mm (59 in.) 3 000 mm (118 in.) 2 000 mm (79 in.) 2 000 mm (79 in.) 2 000 mm (79 in.) 

Weight 0.65 kg (1.4 lb) 1.0 kg (2.2 lb) 1.0 kg (2.2 lb) 1.0 kg (2.2 lb) 1.7 kg (3.8 lb) 

 
Other lengths available 

 
Designation Length Weight 

THAP 300-H/3 3 000 mm (118 in.) 1.35 kg (3.0 lb) 

THAP 300-H/4 4 000 mm (158 in.) 1.7 kg (3.8 lb) 

THHP 300-2H/3 3 000 mm (118 in.) 1.35 kg (3.0 lb) 

THHP 300-2H/4 4 000 mm (158 in.) 1.7 kg (3.8 lb) 

THAP 400-H/3 3 000 mm (118 in.) 2.35 kg (5.2 lb) 

 
 
 
 
 

THAP 300-H/2 

 
 
 
 
 

2 000 

M16x1.5    M16x1.5 

THAP 400-H/4 4 000 mm (158 in.) 3.05 kg (6.7 lb)  
A E D       d 

 

 
 

729126  1 500 

 

THHP 300-2H 2 000 

 
G1/4           

 
G1/4 

 
G1/4        

 
M16x1.5 

d A E 
D     d

 

 

 
 

729834 3 000 
 

THAP 400-H/2 2 000 

 
G1/4           

 
G1/4 

 
M16x1.5    

 
M16x1. 

d A E D     d 



 

 

 

 

Solutions to easily connect SKF Hydraulic pumps to the application 
 

Quick connecting couplings and nipples 
 

SKF has a range of quick connecting couplings and nipples to connect SKF Hydraulic pumps 

and their pressure hoses to the application. These are available for different maximum 

working pressures from 100 MPa to 400 MPa. The pressure hoses, which are attached to the 

pump, should be provided with a quick connection coupling and on the application side the 

matching quick connection nipple should be placed. 

 
Å Time savings compared to manually threading of various nipples and pipes together 

Å More freedom for positioning pumps in relation to the application 

Å Safe and secure connections 

Å No need for de-airing hoses when connected to pumps 

Å Different pressure ratings available for all SKF hydraulics pumps 

 
 

Technical  data - Quick  connection  couplings  

Designation  729831 A  THPC 300-1  THPC 400-1  
Thread d G1/4  M16x1.5  M16x1.5 

Dimensions AF Hex 24 (15/16") 22 mm (7/8") 26 mm (1 1/16") 

 C 28 mm (1.1 in.) 30 mm (1.18 in.) 34 mm (1.34 in.) 

 L 61 mm (2.4 in.) 65 mm (2.56 in.) 68 mm (2.67 in.) 

Maximum pressure  150 MPa (21 750 psi) 300 MPa (43 500 psi) 400 MPa (58 000 psi) 

Temperature range  -30 to 100 °C (-22 to 212 °F) -30 to 80 °C (-22 to 176 °F) -20 to 80 °C (-4 to 176 °F) 

Tightening torque  40 Nm (29.5 ft-lb.) 45 Nm (33.2 ft-lb.) 45 Nm (33.2 ft-lb.) 

Weight  0.15 kg (0.33 lb) 0.189 kg (0.42 lb) 0.343 kg (0.76 lb) 

 

d AF C 
 

d AF C 

 
L L 

 

 

Technical  data - Quick  connection  nipples  

Designation  729100  729832 A  THPN 300-1  THPN 400-1  
Thread d G1/8  G1/4  M16x1.5  M16x1.5 

Dimensions AF Hex 17 (0.67 in.) Hex 22 (7/8") 22 mm (7/8") 22 mm (7/8") 

 A 20 mm (0.78 in.) 25.4 mm (1.00 in.) 25 mm (0.98 in.) 25 mm (0.98 in.) 

 L 43 mm (1.69 in.) 50 mm (1.97 in.) 55 mm (2.17 in.) 59 mm (2.32 in.) 

Maximum pressure  100 MPa (14 500 psi) 150 MPa (21 750 psi) 300 MPa (43 500 psi) 400 MPa (58 000 psi) 

Temperature range  -30 to 100 °C (-22 to 212 °F) -30 to 100 °C (-22 to 212 °F) -20 to 80 °C (-4 to 176 °F) -20 to 80 °C (-4 to 176 °F) 

Tightening torque 

Weight 

 40 Nm 
 

0.05 kg 

(29.5 ft-lb.) 
 

(0.11 lb) 

40 Nm 
 

0.065 kg 

(29.5 ft-lb.) 
 

(0.14 lb) 

45 Nm 
 

0.128 kg 

(33.2 ft-lb.) 
 

(0.28 lb) 

45 Nm 
 

0.164 kg 

(33.2 ft-lb.) 
 

(0.36 lb) 

A d C AF d 
 

L L 
 

When nipples for other threads are required use SKF connection nipples 
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Connection nipples 
 

SKF provides a wide range of connection nipples covering many different 

thread combinations and sizes. They are used as adapters to enable pipes 

and hoses to be connected to different thread sizes. 

 
Å Nipples with metric and G pipe threads 

Å Nipples with NPT tapered threads 

Å Nipples for connecting high pressure hoses 

Å Swivel adapter 

 
 
 

 
Technica l data ï Connectio n nipple s wit h pip e (G) and metri c thread 

Designation Max. working Dimensions 

pressure 

A -Across 

flats 

 G1 G2   A  A1  L1  L2  L   
   MPa psi mm in. mm in. mm in. mm in. mm in. mm 

1077456/100MPA M6 M8 100 14 500 11 0.43 5 0.20 9 0.35 15 0.59 33 1.30 10 

1077455/100MPA M6 G1/8 100 14 500 11 0.43 7 0.28 9 0.35 15 0.59 33 1.30 10 

1014357 A G 1/4 G 1/8 300 43 500 25,4 1.00 7 0.28 15 0.59 15 0.59 43 1.69 22 

1009030 B G3/8 G1/8 300 43 500 25,4 1.00 7 0.28 15 0.59 15 0.59 42 1.65 22 

1019950 G1/2 G1/8 300 43 500 36,9 1.45 7 0.28 14 0.55 15 0.59 50 1.97 32 

1018219 E G3/8 G1/4 400 58 000 25,4 1.00 9.5 0.37 15 0.59 17 0.67 46 1.81 22 

1009030 E G3/4 G1/4 400 58 000 36,9 1.45 9.5 0.37 20 0.79 17 0.67 54 2.13 32 

1012783 E G1/4 G3/8 400 58 000 25,4 1.00 10 0.39 15 0.59 17 0.67 43 1.69 22 

1008593 E G3/4 G3/8 400 58 000 36,9 1.45 10 0.39 20 0.79 17 0.67 53 2.09 32 

1016402 E G1/4 G1/2 400 58 000 25,4 1.00 14 0.55 15 0.59 20 0.79 43 1.69 22 

729146 G3/4 G1/2 300 43 500 36,9 1.45 14 0.55 20 0.79 22 0.87 55 2.17 32 

228027 E G1/4 G3/4 400 58 000 36,9 1.45 15 0.59 15 0.59 22 0.87 50 1.97 32 

1018220 E 1)
 G1/4 G1/4 400 58 000 25,4 1.00 9.5 0.37 15 0.59 20 0.79 52 2.05 22 

1) Not suitable for use with quick connection couplings and nipples ! 
 

 
Connection nipples with pipe (G) and metric thread 

 
L 

L1 L2 

 
L 

L1 L2 

 
A    G1 

 

A1      G2 A    G1 G2 

 
 

Connection nipples with tapered threads (NPT) 

 

Technica l data ï Connectio n nipple s wit h tapered th reads (NPT) 

Designation Max. working Dimensions 

pressure 

A - across 

flats 

 G1 G2   A  L1  L2  L   
   MPa psi mm in. mm in. mm in. mm in. mm 

729106/100MPA NPT 3/8ò G1/4 100 14 500 36,9 1.45 15 0.59 17 0.67 50 1.97 32 

729654/150MPA G1/4 NPT 1/4ò 150 21 750 25,4 1.00 15 0.59 15 0.59 42 1.65 22 

729655/150MPA G1/4 NPT 3/8ò 150 21 750 25,4 1.00 15 0.59 15 0.59 40 1.57 22 

729656/150MPA G1/4 NPT 3/4ò 150 21 750 36,9 1.45 15 0.59 20 0.79 45 1.77 32 



 

 

 

  
 

  
G2 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

Technica l data ï Applic atio n connectio n nipple s wit h M16x1.5 threads  

Designation Max. working Tightening Dimensions 

pressure torque G1 

A -Across 

flats 

 G1 G2     A  L1  L2  L   
   MPa psi Nm ft-lb mm in. mm in. mm in. mm in. mm 

THPN M16G1/8 M16x1.5 G1/8 300 43 500 45 33 25.4 1.0 - - 15 0.59 60 2.36 Hex 22 

THPN M16G1/4 M16x1.5 G 1/4 400 58 000 45 33 25.4 1.0 - - 17 0.67 60 2.36 Hex 22 

THPN M16G3/8 M16x1.5 G 3/8 400 58 000 45 33 25.4 1.0 - - 17 0.67 60 2.36 Hex 22 

THPN M16G1/2 M16x1.5 G1/2 400 58 000 45 33 25.4 1.0 - - 20 0.79 60 2.36 Hex 22 

THPN M16G3/4 M16x1.5 G3/4 400 58 000 45 33 36.9 1.45 - - 22 0.87 67 2.64 Hex 32 

THPN FM16G3/4 G3/4 M16x1.5 (f) 400 58 000 130 96 36.9 1.45 22 0.87 - - 50 1.96 Hex 32 

 

THPN M ... 

L L 

L2 L1 

 

 
A  G1 G1 G2    A 

 

 
TMPN FM ... 

 
 

Technica l data ï Swive l adapter 

Designation Max. working Tightening Tightening Dimensions  
 pressure torque G1 torque G2  

G1 G2 

 
A1 

  
A2 

  
L1 

  
L2 

  
L3 

  
H 

 

 MPa psi Nm ft-lb Nm    ft-lb  mm in. mm in. mm in. mm in. mm in. mm in 

729101-HC1 300 43 500 150    110 50 37 G3/4       G1/4 Hex30 13/16 Hex19 3/4 30 1.18 12 0.47 65 2.56 80 3.15 

 

 
A1 

G1 

 
 
 

L2 H 

 
L1 G2  A2 

 

 

L3 


